D2AUDIO XM100 DATA SHEET

Intelligent digital amplifier module for manufacturers of multi-room distributed audio systems

Complete Class-D Amplifier Solution

« D2Audio™ Intelligent Digital Controller IC, PWM Driver,
MOSFET Output Stage and Output Filter in one package

* Designed for compliance with FCC, UL, CSA, CE

High-Performance Sound

* 100 watts per channel into 8Q!

* 3 or 4 zone versions (6 or 8 channels)

* >105 dB Dynamic Range

* <0.05% THD+N (8€ 1W, 20Hz-20kHz)

* 20Hz-20kHz, +/-0.5dB frequency response

93% Efficiency Reduces Heat and System Size

* Heat sink with thermally-controlled low noise variable RPM
fan

Pure Digital Path

* 4128 audio inputs (32-192kHz, 16-24-bit)

* Simple controller interface for external microcontrollers

* Independent Sample Rate Conversion (SRC) on all digital
inputs

Graceful Protection and Auto Recovery
¢ Complete short-circuit, thermal, over-current fault protection
* Graceful handling of complex and lower impedance loads

16x24 Zone Matrix Mixing
+ D2Audio MultiMix "™ 16x24 using 3 modules

Flexible Audio Configuration

* AudioControl Source Processing: Tone Control, Volume
Control, 3 input and 5 output bands of Parametric EQ per
channel

* Programmable compression per channel

* Master Volume Control

Advanced Audio Options

* High Performance Differential Analog Inputs

* Dual S/PDIF inputs

* D2Audio Page—InTM assignable paging input

+ D2Audio Canvas'™ GUI: an intuitive point-and-click audio
configuration utility for OEMs, ODMs, and system designers

The D2Audio™ XM100 is a self-contained 100 Watts per
channel digital amplifier module for manufacturers of multi-
room distributed audio systems. The XM100 contains a
D2Audio intelligent, high-performance digital switching
controller IC, PWM driver, MOSFET output stages and high-
quality output filter stages. The module is housed in an EMI-
shielded package and designed for compliance with FCC, UL,
CSA, and CE requirements.

The XM100 is capable of driving up to 4 stereo zones (8
channels) at 100 Watts into an 8-Ohm load per FTC all
channels driven.

The XM100 offers up to 8x8 Zone Matrix Mixing with
optional D2 MultiMix for up to 16x24 Zone Matrix Mixing
across three modules. Several advanced audio options include

D2Audio MultiMix, D2 Page-In, 8 channels of high-
petformance ADC, and dual S/PDIF digital audio inputs.

The XM100 module provides configurable per channel audio
processing including Parametric Equalization, Volume Control,
Tone Control, and Dynamic Range Compression/Limiting.

Included are up to 8-channels of digital audio inputs
supporting 1%s (16-24-bit, 32-192kHz) format.

The XM100 module features D2Audio Canvas, a Windows
application with an intuitive graphical user interface (GUI).
“Point-and-click” options simplify audio configuration and
avoid complex programming,

The amplifier may be configured to start and run automatically
without requiring an external controller. For more advanced
configurations a simple controller interface is provided.

D2AUDIO XM100

* Complete digital amplifier for
distributed audio systems

* D2Audio Intelligent Controller
IC

* 100 watts/channel’

* <.05% THD+N, >105dB SNR

* 3 or 4 Zone versions

* Up to 16x24 zone matrix mixing
w/optional D2Audio MultiMix

* Optional D2Audio Page-In, ADC,
dual S/PDIF

* Pure digital audio signal path

* 93% efficient

* Graceful protection and
automatic fault recovery
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XM100-6/8
Amplifier Module

Channels 1/2 S/PDIF* >
Channels 1/2 Analog* > ADC o —I Driver 1 H Pwr FET 1 H Filter 1 |
Channels 1/2 Digital 12S > | % Driver 2 H Pwr FET 2 H Filter 2 | ——3$ I:[]
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- R ° ° o °
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Channels 5/6 Digital I2S '_°/°_ l l l l l l l l
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< Output Protection
nRESET

Hardware Configuration Pins

Module Control Interface <

* = Optional Features

** = Only Available in XM100-8 S/PDIF and IS
Digital Audio Out

\
nERROR

FIGURE 1: XM100-6/8 Interface Block Diagram

TFTC Testing Method (footnote from Page 1)

This product is capable of meeting and exceeding the Alternative A, Alternative B or Alternative C end-product power rating

method according to the FEDERAL TRADE COMMISSION 16 CFR Part 432 document which covers TRADE REGULATION RULE
RELATING TO POWER OUTPUT CLAIMS FOR AMPLIFIERS UTILIZED IN HOME ENTERTAINMENT PRODUCTS,
provided that adequate thermal management and an appropriate power supply has been designed into the end-system. This product must
be provided with some method of thermal management (for example, addition of an external heat sink and/or fan-cooling system) before
being powered up. For additional information about the FEDERAL TRADE COMMISSION 16 CFR Part 432 document, please go to the

following link: http://www.ftc.gov/0s/2000/12/amplifierrulenotice.pdf

© 2005 D2Audio Corporation All Rights Reserved.

All product information is subject to change without notice.

Trademarks

D2Audio and D2A are registered trademarks while the D2Audio logo, D2, D2Audio AFRC (Automatic Frequency Response
Compensation), D2Audio Electrical Speaker Detect, D2Audio Speaker Fingerprint, D2Audio Speaker Impedance, D2Audio ARMC
(Automatic Room Mode Correction), D2Audio Acoustical Speaker Detect, D2Audio Speaker Distance, D2Audio Speaker Polarity,
D2Audio Sound Pressure Normalization, D2Audio, D2Audio Speaker EQ (SPEQ), D2Audio LEO (Listening Environment
Optimization), D2Audio Page-In, D2Audio MultiMix, and Audio Canvas are trademarks of D2Audio Corporation. Other product names
are for identification purposes and may be trademarks of their respective companies.

Nuclear and Medical Applications

D2Audio products are not authorized for use as critical components in life support systems, equipment used in hazardous environments or
nuclear control systems without the express written consent of D2Audio Corporation.
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] SPECIFICATIONS

1.1 ABSOLUTE MAXIMUM RATINGS

Parameter Condition Min Typ Max Unit
High Voltage Supply +48V DC Supply 0 48 50 \Y%
Low Voltage Supply +12V DC Supply 0 12 12.6 \4
Signal Voltage Supply +5V DC Supply 0 5 5.5 Y%
Digital Input Signal Level! All inputs -0.6 - 390 |V
Analog Input Signal Level? Peak voltage - - 5 \
Input Current, any pin but supplies - - +/-10 | mA
Nominal Operating Temperature Module ambient temperature -10 - 45 °C
Range3 Module heat sink temperature -10 - 60
Absolute Operating temperature Module ambient temperature - - 75 °C
Range before Automatic Shutdown* | Module heat sink temperature - - 90
Storage Temperature Range Ambient temperature - - 105 °C
Lead Temperature Soldering 10 Seconds - - 300 °C

Note 1: -0.6V undershoots and 3.9V overshoots allowed for 4ns maximum

Note 2: Analog inputs are AC coupled internally

Note 3: Normal Operation refers to running the unit in accordance with FTC test methods.

Note 4: Please refer to Figure 26, “Power Derating Curve,” on page 61 for the operating range and derating curves.

TABLE 1: Absolute Maximum Ratings

1.2

ELECTRICAL CHARACTERISTICS

Tx = 25° C, typical power supply, Ground = 0V

Parameter Symbol | Condition Min Typ Max Unit
Input low voltage | Vi, All inputs - - 08 | V
Input high Vig All inputs 2.3 - - \Y%
voltage
Output low Vor 4 mA Load - - 0.4 \Y
voltage
Output high Vou 4 mA Load 2.4 - - \Y%
voltage
Input leakage I, Input Leakage - LRCK[3:0], SCLK[3:0], - - +/-10 | uA
SDIN|[3:0], SPDIFRX][1:0]
Input current I All digital inputs with resistive pulls - - - +/-04 | mA
BOOT(2:0], MM_CONFIG[1:0], nRESET,
DIGx/ANL, SDA[1:0], SCL[1:0],
SPDIFENTJ1:0]
Ry Ry Analog input tresistance - all analog audio - 20 - kOhms
inputs Differential
Vrms
i i i full
Analog full scale Virs Differential analog input voltage to get fu ) 20 ) Differential
scale from ADC .
Sine Wave

TABLE 2: Electrical Characteristics
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1.3 PERFORMANCE CHARACTERISTICS

Resistance load = 8Q, T = 25°C, V1 4g5v=48V, Vi 1ovpc=12V, Visypc=5V, Ground = 0V, at 48kHz input sample rate

Specification Condition Min Typ Max Unit
Output Power FTC All channels driven test method 0 100 125 W
Frequency Response 20 Hz to 20 kHz, 1W -0.5 - 0.5 dB
Dynamic Range (digital inputs) 100 105 110 dB
Output Distortion (THD+N) 20 Hz to 20 kHz, 1W 0.03 0.05 0.1 %

TABLE 3: Performance Characteristics

1.4 DC POWER REQUIREMENTS

Resistance load = SQ, TA = 250(:, V+48V:48\]’ V+12VDC:12\]> V+5VDC:5\]> Ground = 0V

Symbol Description Min Typ Max Unit
Viagv +48V High Voltage Supply! 0 48 50 v
Vitzvpe | +12V Supply 11.5 12 12.6 Y
Visvpe +5V Supply 4.75 5 5.5 v

Note 1: Amplifier operation with High Voltage supply less than the maximum will result in
reduced output power. See Figure 8 for typical full scale outputs at reduced power
supply voltages.

TABLE 4: DC Voltage Requirements

-3
z
-
=
2
z

Symbol Description Min Idle Max Unit
Ty High Voltage Supply Current, per channel! 0 0.035 255 A
Ly +12V Supply Current! 0 035> 040° A
Iisy +5V Supply Current - 0.850 - A
Igcrre Per-channel short-circuit hard current limit trip point5 - - 18 A

Note 1: Minimum current measured with either the nRESET line asserted active-low, or the overload protec-
tion circuit activated for the particular channel

Note 2: Idle current measured with the amplifier in operation, but no input applied

Note 3: Maximum current measured with 1kHz sine wave output at rated power. The XM100 module is
designed to meet FTC all channels driven specifications. Under normal conditions for most applica-
tions, all channels may not need to be driven at full power simultaneously. More typically, the power
output requitement is 1/8 to 1/3 of the total amplifier output. However if the amplifier is allowed to
be driven into high distortion (“clipping”), the power supply current may approach 20% more than
required for a full scale output. It is therefore up to the system designer to determine how much
power output will be allowed to be produced, and hence determine the maximum and average power
supply current requirements.

Note 4: Current specification based on 8Q loads under FTC all channels driven specification.

Note 5: Hard current limit trip point triggers automatic short-circuit protection (see Section 3.5.1, “Short-Cit-
cuit/Over-Curtrent Protection,” on page 22).

TABLE 5: DC Current Requirements
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1.5 SWITCHING CHARACTERISTICS - SERIAL AUDIO PORT

TA = ZSOC, V+48V:48\]’ V+12VDC:12\]’ V+5VDC:5\]! Ground = OV,Sample Rate 32kHz-192kHz

Symbol Description Min Typ Max Unit
SCLKx frequency - SCLKO, SCLK1, SCLK2, SCLK3,

£.SCLK SCLRT . . 125 | MHz
SCLKXx pulse width (high and low) - SCLKO0, SCLK1,

SCLK SCLK2, SCLK3, SCLKT 40 . . s
LRCLKXx setup to SCLK rising - LRCLKO, LRCLK1,

GLRCLK | RCLK2, LRCLK3, LRCLKT 20 : : ns
LRCLKx hold from SCLK rising - LRCLK0, LRCLK1,

GLRCLK | R CLK2, LRCLK3, LRCLKT 20 ; - ns

tSDI SDINx setup to SCLKXx rising - SDINO, SDIN1 20 - - ns

t,SDI SDINK hold from SCLKx rising - SDINO, SDIN1 20 R R ns

t,SDO SDOUTX delay from SCLK falling - SDOUTO, SDOUT1 | - - 20 ns

TABLE 6: Serial Audio Port Timing

ktcSCLK+ t\NSCLKﬂ ﬁ

soe _/ N/ / /[ _

thLRCLK4 ﬁ tWSCLKA -

LRCLKx X

tSLRCLK4 - tSSDIﬂ -

SDINX X X X X

{,SDO—» ﬁ t SDI—» ‘«
X

X

-
:
-
=
2
=

SDOUTX X

FIGURE 1: Serial Audio Port Timing

1.6 SWITCHING CHARACTERISTICS - PSSYNC PIN

TA = 25°C, V+48V:48\7’ V+12VDC:A12X7, V+5VDC:5\]’ Ground = 0V

Description Min Typ Max | Unit
PSSYNC Frequency 383 384 385 kHz
PSSYNC Duty Cycle 49 50 51 %

TABLE 7: PSSYNC Pin Characteristics
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1.7 SWITCHING CHARACTERISTICS - MODULE CONTROL INTERFACE

Ty = 25°C, Vo 45y=48V, V., 1oype=12V, V sypc=5V, Ground = 0V

TABLE 8: Module Control Interface Port Timing

A
A\ 4

twhighSCL

e

scL — wd

t.STA

Symbol Description Min Max Unit
fSCLx SCL frequency - SCLO0, SLL1 - 100 kHz
thuf Bus free time between transmissions 4.7 - us
1 tulowdCLX SCLx clock low - SCLO, SCL1 4.7 - us
tyhighSCLx | SCLx clock high - SCL0, SCL1 4.0 - us
t STA Setup time for a (repeated) Start 4.7 - us
t,STA Start condition Hold time 4.0 - us
t,SDAx SDAx hold from SCLx falling (see note) - SDAO, SDA1 0 - us
h t. SDAx SDAX setup time to SCLx rising - SDAO, SDA1 250 - ns
H tgSDAx SDAx output delay time from SCL falling - SDAO, SDA1 - 35 us
t, Rise time of both SDAx and SCLx - 1 us
g te Fall time of both SDAx and SCLx - 300 ns
H tSTO Setup time for a Stop condition 4.7 - us
Z Note: Data must be held sufficient time to bridge the 300ns transition time of SCL

— t,SDA t,STO -—

ﬂ <t SDA ‘«bufﬂ
SDA

(input) |/ X \ /L
A <t STA

(oi%ﬁt) X

t, SDA—» L

FIGURE 2: Module Control Interface Timing
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1.8 PERFORMANCE PLOTS

The following graphs (Figure 3 - Figure 6) show the XM100 amplifier performance. All inputs are driven with the same input signal,
all inputs are mapped to their respective outputs. The output channels are tested one at a time and only the output channel being
measured is terminated with an 8-ohm load. The other outputs are open.

1.8.1 FREQUENCY RESPONSE AT 1W (8 OHM LOAD)

Conditions: Typical supplies, Room temperature, 24-bit °s Input Sampled at 48kHz, Referenced to 1W at 1kHz Sine Wave, 1W
Output Power

+3
+2.75 Ap
+2.5
+2.25
+2

+1.75

+1.5
+1.25

+1

+0.75
+0.5
+0.25
-0 —— — —
-0.25
-0.5
-0.75
-1
-1.25
-1.5
-1.75
-2
-2.25
-2.5
-2.75

-3
20 50 100 200 500 1k 2k 5k 10k 20k

FIGURE 3: Frequency Response (1W, 8Q Load)
1.8.2 THD+N VS. FREQUENCY (8 OHM LOAD)

Conditions: Digital input, typical supplies, Room temperature, 24-bit 1% Input Sampled at 48kHz, 100W Output Power (Green
Trace), 1W Output Power (Blue Trace), 8Q2 Load, 20kHz AES17 Filter Enabled
0.2
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**E7100W output power
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FIGURE 4: THD+N vs. Frequency (100W and 1W, 8Q Load)
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- 1.8.3 THD+N VS. OUTPUT POWER (8 OHM LOAD)
" ¢co NSUMER Conditions: Typical supplies, Room temperature, 24-bit s Input Sampled at 48kHz, 1kHz Sine Wave, 8Q Load, 20kHz AES17
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FIGURE 5: THD+N vs. Power (1kHz Sine Wave, 8Q Load)

1.8.4 FFT NOISE FLOOR (8 OHM LOAD)

Conditions: Typical supplies, Room temperature, no input
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2 AMPLIFIER PINOUT

+48V1
#AIN1- | (1) (2) | #AIN1+ SPKR_OUT1+
#AIN2- | (3) (3@) | #AIN2+
AGND1 | (3) (6) | AGND1 SPKR_OUT1-
#AIN3- | (D #HAINS+
+48V2
#AIN4- | (® #AINA+
GND | (@ (2 | GND SPKR_OUT2+
SCLK1 | (13 (19 | SCLKO
LRCK1 | (3 (1® | LRCKO SPKR_OUT2-
SDIN1 | (19 (i8) | SDINO
GND
DIG/ANL1 DIG/ANLO
NC |@ @ | NC GND h
NC | ® NC
NC | @ NC SPKR_OUT3+ H
SCLO | @) MM_CONFIG1
- SPKR_OUT3-
SDAO #SPDIFRX0 -
NERROR1-2 | @D @2 | #SPDIFENO +48V3
nERROR3-4 | @) #SPDIFTX0 |
GND | @ GND SPKR_OUT4+
LRCLKT |G MCLKT
SPKR_OUT4-
SDOUTO SCLKT -
SDOUT1 nRESET +48V4
oD oD XM100-6/8
TOP VIEW w
nERROR5-6 GND
#nERROR7-8 MM_CONFIGO +48V5
nERROR BOOT
SPKR_OUTS+
#SPDIFRX1 | 61) 62 | #MM_COMO
#SPDIFEN1 | 69 64 | SCL1 SPKR_OUTS-
#SPDIFTX1 | 65 (66 | SDA1
#SCLK3 | 67 SCLK2 +48V6
LRCK LRCK2
#LRCK3 c SPKR_OUT6+
#SDIN3 SDIN2
#DIG/ANL3 DIG/ANL2 SPKR_OUT6-
GND GND
#MM_COMA #MM_COM2 GND
#MM_COM3 #MM_COM4 GND
PSSYNC | @) @ | #MM_COMS5
2y |@® @ | +12v #SPKR_OUT7+ | (111)
+5V | @ +5V
GND | @) GND #SPKR_OUTT- | (112
#AIN5- H#AIN5+ #048V7 @
#AING- #AING+
AGND2 AGND2 #SPKR_OUT8+
#AINT- #AINT+
#AINS- #AINS+ #SPKR_OUTS- @
#+48V8

Pins denoted with # are optional based on part number. Leave unconnected if not used.

FIGURE 7: XM100 Amplifier Pinout
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2.1 PIN DEFINITION

Pin # Pin Name 1/0 Description

37 LRCLKT (@) Left/right clock output

38 MCLKT O Master clock output

40 SCLKT (@] Serial data clock output

39 SDOUTO0 O Serial output data 0

41 SDOUT1 O Serial output data 1

30 SPDIFRX0 I S/PDIF teceivet input 0

34 SPDIFTX0 O Downmixed S/PDIF output 0
51 SPDIFRX1 1 S/PDIF receiver input 1

55 SPDIFTX1 (@) Downmixed S/PDIF output 1
16 LRCKO 1 Channel 1/2 left/right clock

14 SCLKO 1 Channel 1/2 serial data bit clock
18 SDINO 1 Channel 1/2 input data

15 LRCK1 1 Channel 3/4 left/right clock

13 SCLK1 1 Channel 3/4 serial data bit clock
17 SDIN1 1 Channel 3/4 input data

60 LRCK2 1 Channel 5/6 left/right clock

58 SCLK2 1 Channel 5/6 serial data bit clock
62 SDIN2 1 *Channel 5/6 input data

59 LRCK3 1 *Channel 7/8 left/right clock

57 SCLK3 1 *Channel 7/8 serial data bit clock
61 SDIN3 1 *Channel 7/8 input data

* Denotes feature only available in XM100-8, not available in XM100-6, leave unused XM100-6 pins unconnected

TABLE 9: Digital Audio Signal Pins

Pin # Pin Name 1/0 Description

2 AIN1+ 1 Channel 1 positive analog input

1 AINT- 1 Channel 1 negative analog input
4 AIN2+ 1 Channel 2 positive analog input
3 AIN2- 1 Channel 2 negative analog input
8 AIN3+ 1 Channel 3 positive analog input
7 AIN3- 1 Channel 3 negative analog input
10 AIN4+ 1 Channel 4 positive analog input
9 AIN4- 1 Channel 4 negative analog input
80 AIN5+ 1 Channel 5 positive analog input
79 AINS5- 1 Channel 5 negative analog input
82 AING+ 1 Channel 6 positive analog input
81 AING- 1 Channel 6 negative analog input
86 AIN7+ 1 *Channel 7 positive analog input
85 AIN7- 1 *Channel 7 negative analog input
88 AIN8+ 1 *Channel 8 positive analog input
87 AINS- 1 8Channel 8 negative analog input
* Denotes feature only available in XM100-8, not available in XM100-6, leave unused XM100-6 pins unconnected

TABLE 10: Analog Input Pins
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Pin # Pin Name I/0 Description
50 BOOT 1 Boot select control
49 nERROR (@] Overall amplifier error indication, active low
31 nERROR1-2 O Channels 1/2 amplifier error indication, active low
33 nERROR3-4 O Channels 3/4 amplifier error indication, active low
45 nERRORb5-6 O Channels 5/6 amplifier error indication, active low
47 nERROR7-8 O *Channels 7/8 amplifier error indication, active low w
42 nRESET 1 Amplifier reset, active low, Open Collector Drive
71 PSSYNC O Power supply sychronization clock
20 DIG/ANLO 1 Input select, channels 1/2
19 DIG/ANLI1 1 Input select, channels 3/4
64 DIG/ANL2 1 Input select, channels 5/6 h
63 DIG/ANL3 1 *Input select, channels 7/8
27 SCLO 1/0 Module control interface clock- channels 1-4 H
29 SDAO 1/0 Module control interface data- channels 1-4
54 SCL1 1/0 Module control interface clock- channels 5-8
56 SDA1 1/0 Module control interface data- channels 5-8 H
32 SPDIFENO 1 S/PDIF enable receiver 0
53 SPDIFEN1 1 S/PDIF enable receiver 1 Z
* Denotes feature only available in XM100-8, not available in XM100-06, leave unused XM100-6 pins unconnected
TABLE 11: Module Control Interface Signal Pins >
Pin # Pin Name I/0 Description w
90 SPKR_OUT1+ @) Channel 1 Positive Loudspeaker Output <
91 SPKR_OUT1- O Channel 1 Negative Loudspeaker Output
93 SPKR_OUT2+ O Channel 2 Positive Loudspeaker Output
94 SPKR_OUT2- O Channel 2 Negative Loudspeaker Output
97 SPKR_OUT3+ O Channel 3 Positive Loudspeaker Output
98 SPKR_OUT3- O Channel 3Negative Loudspeaker Output
100 SPKR_OUT4+ @) Channel 4 Positive Loudspeaker Output
101 SPKR_OUT4- O Channel 4Negative Loudspeaker Output
104 SPKR_OUT5+ O Channel 5Positive Loudspeaker Output
105 SPKR_OUT5- @) Channel 5 Negative Loudspeaker Output
107 SPKR_OUT6+ O Channel 6 Positive Loudspeaker Output
108 SPKR_OUTO6- @) Channel 6 Negative Loudspeaker Output
111 SPKR_OUT7+ @) *Channel 7 Positive Loudspeaker Output
112 SPKR_OUT7- O *Channel 7 Negative Loudspeaker Output
114 SPKR_OUT8+ (@) *Channel 8 Positive Loudspeaker Output
115 SPKR_OUTS- @) *Channel 8 Negative Loudspeaker Output

* Denotes feature only available in XM100-8, not available in XM100-6, leave unused XM100-6 pins unconnected

TABLE 12: Loudspeaker Output Pins

Pin # Pin Name I/0 Description
28, 48 MM_CONFIG[1:0] 1 Master/slave/listener selection
52, 67:70, 72 MM_COM]5:0] 1/0 Multi-module setial data communication

TABLE 13: Multi-module Communication Pins
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Pin # Pin Name I/0 Description
5:6 AGND1 - Analog ground for analog inputs 1-4
83:84 AGND2 - Analog ground for analog inputs 5-8
11:12, 35:30, GND - General purpose ground
43:44, 40,
w 65:66, 77:78,
95:96,
109:110
89 +48V1 - +48V DC High Voltage Power Channel 1
92 +48V2 - +48V DC High Voltage Power Channel 2
99 +48V3 - +48V DC High Voltage Power Channel 3
I 102 +48V4 - +48V DC High Voltage Power Channel 4
H 103 +48V5 - +48V DC High Voltage Power Channel 5
106 +48V6 - +48V DC High Voltage Power Channel 6
113 +48V7 - *+48V DC High Voltage Power Channel 7
I l 116 +48V8 - *+48V DC High Voltage Power Channel 8
73:74 +12V - +12V DC Power
Z 75:76 +5V - +5V DC Power
* Denotes feature only available in XM100-8, not available in XM100-6, leave unused XM100-6 pins unconnected
> TABLE 14: Power Supply Pins
w Pin # Pin Name 1/0 Description
< 21:26 NC - No Connect- leave unconnected on PCB. Note that some pins have
optional functionality, based on part number. If these pins are not used,
leave them unconnected.

TABLE 15: No Connect Pins
2.2 PIN DESCRIPTION

2.2.1 DIGITAL SERIAL AUDIO INPUTS (SAI PORTS)

LRCK[3:0] Left/Right Clock
These pins are the framing clocks for the respective Serial Audio Inputs. The serial input data is transmitted
as two channels every sample rate period. LRCK determines the start of each data pair. The LRCK
frequency determines the input sample rate (Fs). LRCK is a 3.3V input.

SCLK][3:0] Shift Clock
These pins are the shift clocks for the respective independent Serial Audio Inputs and are used to frame
each input bit of the serial input data. The shift clock frequency is typically 64*Fs. SCLK is a 3.3V input.

SDIN[3:0] Serial Data Input
These pins are the serial data inputs and are arranged as four left/right input pairs. Input format options
are I%S or Left-Justified. 16, 18, 20, and 24 bit data lengths are supported. SDIN is a 3.3V input.

222 DIGITAL S/PDIF AUDIO INPUTS

SPDIFRX[1:0] S/PDIF Data Input
These pins ate the S/PDIF audio inputs and accept a 3.3V stereo input up to 192kHz. An approptiate
transformer or optical coupler is necessary for the external interface. To drive these pins, appropriate
buffer and isolation circuits may be necessary to convert the S/PDIF cable input signals to clean logic
levels.
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2.2.3  ANALOG INPUTS

AIN[8:1]+/-

Differential Analog Inputs

Each pair of AIN pins is a differential unbuffered analog input. The input is terminated differentially with
20k-ohms and then AC coupled to the internal ADC. The analog inputs for each stereo pair of channels
are selected by pulling the approptiate DIG/ANL pin low.

2.2.4 DIGITAL AUDIO OUTPUTS

MCLKT

LRCLKT

SCLKT

SDOUT(1:0]

SPDIFTX[1:0]

Master System Clock Output
This pin is the master clock output. The master clock is an integer multiple of the LRCK frequency. The
default master clock is 12.288 MHz, which corresponds to a 48 kHz sample rate (Fs) * 256.

Output Left/Right Clock

This pin is the framing clock for the digital audio outputs. The serial output data is transmitted as two
channels every sample rate period. LRCKT determines the start of each data pair. The LRCKT frequency
determines the output sample rate (Fs). LRCKT is a 3.3V output.

Output Shift Clock

This pin is the Shift Clock output for the serial output data on SDOUT][1:0] and is used to frame each bit
of the serial output data. The shift clock frequency is typically 64*Fs. SCLKT is a 3.3V output.

Serial Data Outputs

These pins provide two Setial Data Outputs. Setial Data is arranged as one left/tight pair. SDOUT is a
3.3V output.

S/PDIF Data Output

These pins are downmixed S/PDIF audio outputs. SPDIFTX is a 3.3V output.

2.2.5 CONTROL SIGNAL PINS

BOOT

nERROR

nERROR1_2

nERROR3_4

nERROR5_6

nERROR7_8

nRESET

PSSYNC

Boot Selection

This pin is the boot selection input. The boot selection picks the source location for the DSP boot code
and is predominantly used for firmware upgrade. See Section 3.2, “Activating the amplifier,” on page 19 for
further information. This pin is pulled low internally to ground via a 10 kQ resistor.

Amplifier Error

The error signal is an open-drain output with 10k ohm internal pullup to 3.3V that, when low, indicates a
fault condition has occurred in the amplifier, or that the amplifier has not been initialized. Fault conditions
include over-temperature, over-current, short circuit, and output power stage disabled. See Section 3.5,
“Amplifier Protection,” on page 22 for further details.

Channels 1-2 Amplifier Error
This error signal function identically to nERROR, except that it indicate an error condition on channels 1
and 2 and does not include over-temperature.

Channels 3-4 Amplifier Error
This error signal function identically to nERROR, except that it indicate an error condition on channels 3
and 4, and does not include over-temperature.

Channels 5-6 Amplifier Error
This error signal function identically to nERROR, except that it indicate an error condition on channels 5
and 6, and does not include over-temperature.

Channels 7-8 Amplifier Error
This error signal function identically to nERROR, except that it indicate an error condition on channels 7
and 8, and does not include over-temperature.

Reset

This pin is the active-low reset input to the module. Driving the reset to active low for 10 ms will bring all
internal devices to their default state. During the power on sequence, the reset line must be asserted low
during the during the 48V, 12V, and 5V voltage supply ramp period and held for a minimum of 100ms after
the high voltage supply reaches 95% of its nominal value. The nReset is a bidirectional pin and is used to
issue a reset between modules in a master/slave configuration. The reset pin must be driven with an open
collector or open drain driver.

Power Supply Synchronization
This pin is a power supply synchronization output and may be used to synchronize any external switching
power supply to the 384kHz PWM output switch rate.
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DIG/ANL[3:0]

SPDIFEN[1:0]

SCL[1:0]

SDA[1:0]

Digital/Analog Input Selection

When tied high or left unconnected, these pins select the SAI port as the input source to each pair of
channels. When tied low, these pins select the Differential Analog Inputs as the input source to each pair of
channels. The state of these pins are read by the module at the completion of reset or power up, therefore
a change in configuration requires a reset of the module to take effect. These pins are pulled high internally
to 3.3V via a 10 kQ resistor. Alternatively, the SAI port and Differential Analog Input selection may be
made without a hardware reset through the use of software commands- see Section 6, “Software Control
Settings,” on page 28.

S/PDIF Input Enable

When tied low, the SPDIFEN]1:0] pins enable the SPDIFRX([1:0] S/PDIF input sources to channels 1/2
and 5/6. The state of these pins are read during the initialization of the internal controller after power up
or a hardware reset. To recognize a hardware change to the SPDIFEN inputs requires a reset of the
module. When the SPDIFEN[1:0] pins are tied high or left open, the input sources are determined by the
DIG/ANL[3:0] pins (see Section 3.1, “Hardware Configuration,” on page 19). The SPDIFEN[1:0] pins
are pulled high internally to 3.3V via a 10 kQ resistor. Alternatively, SPDIFEN[1:0] may be configured
without a hardware reset through the use of software commands- see Section 6, “Software Control
Settings,” on page 28.

Module Control Interface Clock

These pins are the serial clock input lines of the module control interface. A separate clock line is provided
for each controller. These may be tied together on the system board if a single clock line for both
controllers is desited. These pins ate pulled high internally to 3.3V via a 10 kQ resistor.

Serial Data

These pins are the bidirectional serial data lines of the module control interface. A separate data line is
provided for each controller. These may be tied together on the system boatd if a single data line for both
controllers is desited. These pins ate pulled high internally to 3.3V via a 10 kQ resistor.

2.2.6 MULTI-MODULE COMMUNICATION PINS

MM_CONFIG[1:0]

MM_COM[5:0]

Multi-Module Master/Slave/Listen Selection

The MM_CONFIG(1:0] pins identify the amplifier as a timing master, timing slave or listen as shown in
the following table. For a single module system, these pins must be tied high or left unconnected. For a
multi-module system, see Section 4.4, “Matrix-Mixing Across Multiple Modules,” on page 23 for
information on configuring these pins. MM_CONFIG([1:0] pins are pulled high internally to 3.3V via a 10
k) resistor.

MM_CONFIG[1] | MMCONFIG|0] Description
0 0 Slave

0 1 Listen

1 0 Resetved

1 1 Master

Table 16: MM_CONFIG Selection

Multi-Module Communication Data Bus

These signals provide multi-channel high speed communication capability between the amplifier modules
to allow for multi-channel matrix mixing. For single-module systems, leave these pins unconnected. See
Section 4.4, “Matrix-Mixing Across Multiple Modules,” on page 23 for further information regarding
MM_COM. NOTE: When two or more modules are connected via the MM_COM bus under no
circumstances should they be disconnected when the modules are powered.

227 LOUDSPEAKER OUTPUTS

SPKR_OUTI[8:1]+,-

Loudspeaker Channel Outputs
These pins provide the Power Amplifier Outputs. Each channel of the amplifier is a full-bridge output
configuration consisting of a positive (+) and negative (-) output. The outputs must remain floating and
must not be connected to ground.
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3 AMPLIFIER OPERATION

The amplifier module may be operated with any combination of analog or digital inputs. Each pair of amplifier channels has one
digital SATI port and one optional pait of analog inputs. In addition, thete are two optional S/PDIF digital inputs. Through software
settings, any input can be mixed and/or routed to any output. By connecting two ot three modules together with the Multi-Module

Communication Pins, up to 16 stereo soutces can be mixed/routed to 12 stereo zones.

3.1 HARDWARE CONFIGURATION

The DIG/ANL([3:0] pins provide a means to select between the SAI port and analog inputs for each pair of channels through
hardwate. The SPDIFEN](1:0] pins provide a means to enable the S/PDIF inputs through hardware. Hardware source selection pins
are read once after reset. Therefore, a change in state of these pins requires a reset of the module for the changes to take effect.
Alternatively, the input selection can be made with out a hardware reset through software commands, which overrides the hardware

settings- see Section 6, “Software Control Settings,” on page 28.

The following table illustrates the functionality of the hardware configuration pins on the module. Note that when tied low, the

setting of the SPDIFEN]1:0] pins ovetride the setting of the DIG/ANLO and DIG/ANL2 pins:

SPDIFEN DIG/ANLx .

Setting Setting Input Source Selection

SPDIFENO = 1 DIG/ANLO =1 SAI port 0 connected to channels 1/2
SPDIFENO = 1 DIG/ANLO =0 AIN1/2 connected to channels 1/2
SPDIFENO =0 DIG/ANLO = x SPDIFRXO0 connected to channels 1/2
- DIG/ANL1 =0 AIN3/4 connected to channels 3/4

- DIG/ANL1 =1 SAI port 1 connected to channels 3/4
SPDIFENT1 =1 DIG/ANL2 =1 SAI port 2 connected to channels 5/6
SPDIFEN1 =1 DIG/ANL2 =0 AIN5/6 connected to channels 5/6
SPDIFEN1 =0 DIG/ANL2 = x SPDIFRX1 connected to channels 5/6
- DIG/ANL3 =0 *AIN7/8 connected to channels 7/8

- DIG/ANL3 =1 *SAT port 3 connected to channels 7/8

* Denotes feature only available in XM100-8, not available in XM100-6

TABLE 17: Audio Source Selection through Hardware Pins

3.2 ACTIVATING THE AMPLIFIER

After reset the XM100 module DSP typically boots from internal EEPROM. There are two boot mode selections as defined in the

following table.

BOOT Description
0 Default mode. Boot from internal EEPROM
1 Boot through the module control interface

Table 18: Boot Selection

When BOOT is low, the amplifier will boot from the internal EEPROM. When BOOT is high, the amplifier gets the boot code
from an external device via the module control interface. An external controller is expected to load the boot code. The BOOT pin is

used primarily for field firmware upgrades.
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3.2.1 POWER SUPPLY REQUIREMENTS VS. OUTPUT POWER

The XM100 amplifier may be operated at any high voltage supply between 0 and 48V. The typical full scale output is a function of
the high voltage power supply. Figure 8 below shows a typical full scale output with respect to the power supply voltage. The data is
derived from the following parameters:

¢ Input Signal: 1kHz, -0.5dBES, 24-bit data, 48kHz Sampling Frequency
* Input Signal Delivery Format: 128 Audio

* Bandwidth: 20Hz to 20kHz

* Filters Used: 20kHz AES17 Filter

Power Supply Voltage vs Power Output

AYVNINITHHd

o ELLLLLLLELEE P L EEEEEEEEEE LT PP PP PP EE LT LR LR L L LR L L
16 18 20 22 24 26 28 30 32 34 36 38 40 42 44 46 48 50

\

FIGURE 8: Full Scale Output vs. Power Supply Voltage (82 Load)
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3.2.2 POWER SUPPLY SEQUENCING AND RESET

When powering up the XM 100 module, the parameters below must be followed (see also the flowchart in Figure 9 and the
waveform diagram in Figure 10, below):

Low-Voltage Supplies (+12V, +5V):
* 10% to 90% voltage ramp rate >= 1.5V/mS$

High-Voltage Supply (+48V):
* 10% to 90% voltage ramp rate <= 1.5V/m$S

For power up, the +12V and +5V supplies must be on and stable before applying the +48V supply. It is acceptable to use voltage
regulators to derive the +12V and +5V supplies from the +48V supply if only a single +48V supply is available in the system.
Furthermore, the 12V and 5V supplies must not drop below minimum specified operating values at any time if the +48V supply
exceeds 12V.

Recommended Power-Up Sequencing Flow

-
:
»
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Step 1: Step 2: Step 3:
Powerup 5V, and | .| Powerup48Vto [ gl Transition nRESET
12V to stable level stable level to High

FIGURE 9: Power-Up Sequencing Flow Diagram
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L L I I /

NRESET

AR WL VAW
VARV VALV VY

| VA W W W W W O O W

FIGURE 10: Power Supply Sequencing

When powering down the XM100 module, nRESET must be asserted active-low prior to transitioning the power supplies. The 12V
and 5V supplies must not drop below their respective minimum values until the +48V supply falls below 12V.

Recommended Power-Down Sequencing Flow

Step 1: Step 2: Step 3:
Transition nRESET ] Power down 48V [ Power down 5V,
to Low and 12V

FIGURE 11: Power-Down Sequencing Flow Diagram
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ADJUSTING CONTROL SETTINGS

3.3

All control settings for the amplifier are adjusted by writing to configuration registers through the module control interface (see
Section 4, “Digital Audio Interface,” on page 23). While changing input source settings, the amplifier should be muted to avoid pops.
For all other settings, the amplifier will automatically provide a smooth transition between changes in order to avoid pops.

OPERATIONAL LIMITATIONS

3.4
Do not operate the XM100 with a frequency content higher than 20kHz with no load. Peaking in the output filter can cause the

output voltages to exceed the filter capacitor voltage rating. Avoid test tones above 20kHz.

AMPLIFIER PROTECTION

The amplifier monitors output current in each loudspeaker channel and the heat sink temperature. The current sensors protect the
loudspeaker channels from over-current, over-voltage, and short-circuit faults. The temperature sensor protects the amplifier from

excessive operating temperature. Configuration and register settings are not altered by amplifier protection actions.

SHORT-CIRCUIT/OVER-CURRENT PROTECTION

3.5.1
If a short-circuit or over-current event is detected, the affected loudspeaker output channel will be disabled, and the module will
drive the appropriate nERROR1-2, nERROR3-4, nERROR5-6, or nERROR 7-8 output will change to active low, and the nERROR

output to active low. Recovery from a short-circuit or over-current shutdown is automatic.

Automatic Short Circuit Protection — Prevents amplifier damage against shorts between the amplifier loudspeaker output
terminals and shorts to system ground. Short-circuit protection acts on a per output basis, and is module dependent (see Table 5 on
page 8). If a loudspeaker channel experiences a short-circuit, then only that channel is disabled, while the other channels are
unaffected. If a short-circuit is detected after the 10th attempt to recover, then the channel that caused the short is permanently
disabled, and will not produce output until module power is cycled. The nERROR signal stays active while the channel is disabled.

Automatic Current Limit Protection — Limits the maximum output current that is available for each loudspeaker output channel.

The over-current protection will soft current limit to a module-dependant maximum.

-3
z
-
=
2
z

For example, in Figure 12 below, a short-circuit resulting in an over-current is detected, which triggers an immediate disabling of the
shorted loudspeaker channel and assertion of nERROR. After 5 seconds, the channel is reactivated, and nERROR is deasserted.
Then another short-circuit/over-current is detected, resulting in another shutdown and assertion of nERROR. If the amplifier
resumes normal operation, the shutdown sequence stops. Howevet, if the short-circuit/over-current event continues, the output
channel will permanently shutdown after the 11th event. If a permanent shutdown occurs, the amplifier module must be power-
cycled to re-enable the affected channel.

2" Short Circuit 11t Short Circuit

1st Short Circuit
Detected Detected Detected
A Output Output Permanent
Disabled 15t reactivation Disabled ond reactivation Shutdown
Short Circuit /
(Hard Current emg— — — — — — — — r— == —é i A/—H —————————— ——————-
Limit Trip Point) > > i
5 second 5 second /)
interval interval <10 retries> ’,’ '.l
1 ]
Soft Current ," I'.
Limit -_—————— ————'_—_',—,.—A—.A..ﬁ.—...—ATAf.TT.Tl.l.ﬁf.f_f_____7"_*,_ ______
. . ’I |I
/ \
h 1
] \ V\
N 1
N ]
! |
< ' Permanent
= ! Shutdown,
= Typical Behavior Either Normal Operation -or- Module Reset
o with Automatic I'. Required
5 Current Limiting !
(@] \
1
]
i
>

Time (S)

FIGURE 12: Automatic Current Protection Example
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3.5.2 OVER-TEMPERATURE PROTECTION

A temperature sensor monitors the amplifier’s temperature. As the internal temperature begins to reach critical levels, the controller
will begin to limit the output power. If the temperature exceeds the critical level, the amplifier will shut down all output channels and

the nERROR output will be driven active low indicating an over-temperature fault. Recovery from an over-temperature shut down is
automatic and includes an amount of hysteresis to allow for proper cooling before reactivation. See Section 8.3, “Ambient Operating
Conditions,” on page 61 for normal operating temperature ranges.

4 DIGITAL AUDIO INTERFACE

The XM100 module has one digital SAI port for each pair of channels, as well as two optional S/PDIF input soutces.

4.1 SERIAL AUDIO INPUTS (SAI PORTS)

The XM100 module contains one SAI port for each pair of channels. Each input can support an individually selectable sample rate
from 32kHz-192kHz. All digital audio inputs are 3.3V CMOS logic. The SAI port is designed to interface with standard digital audio
components and to accept 1% or Left-Justified data formats. For each SAI port, the left channel data is assigned to the odd-
numbered input (channels 1, 3, 5 and 7). Right channel data is then assigned to the even-numbered input.

For I°S format, the left channel data is read when LRCK is low. For the Left-Justified format, the left channel data is read when
LRCK is high. Either format requires data to be valid on the rising edge of SCLK and sent MSB-first on SDIN with 32 bits of data
per channel. Each set of digital inputs runs asynchronously to the others and may accept different sample rates and formats.

LRCLK | Left Channel [ Right Channel

SCLK ST UL UL L

Seral Iwse [ 4 [ 2 s [ T[] [ ss] o] " [ 2] 3T/ [wla]awm] Twss |
I2S Format

LRCLK __] Left Channel 1 Right Channel

SCLK 9% 5 5 T 5 I O A 6 I O

Setal - Twss [ [ 2] s [« ] [so[e2 [ o1 [ uoe] [wss[ 1 [ 2] s [ 4] [l w2 +1Juse ] [wss [ 4 |

-
:
-
=
2
=
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Left-Justified
FIGURE 13: SAI port Data Formats

4.2 S/PDIF DIGITAL AUDIO INPUTS
The S/PDIF input on the SPDIFR[1:0] pins accept the IEC60958 standard format, but use TTL or CMOS signal levels. An external

receiver is tequited for level conversion. The S/PDIF input is always asynchronous to the other digital audio ports. Clock and setial
data are extracted from the incoming bit stream. The S/PDIF inputs support two-channel sources only.

4.3 DIGITAL SERIAL AUDIO OUTPUTS (SAO PORTS)

The XM100 module contains two SAO ports using the MCLKT, LRCKT, SCLKT, and SDOUT(1:0] pins. The digital audio outputs
are formatted as 12S data with an MCLK frequency of 12.288MHz and a sample rate of 48kHz. The XM100 module has two
optional two-channel digital S/PDIF audio outputs using the SPDIFTX][1:0] pins. The S/PDIF digital audio outputs are IEC60958
compliant, with a fixed sample rate of 48kHz.

4.4 MATRIX-MIXING ACROSS MULTIPLE MODULES

An optional matrix mixing can be performed across multiple XM modules by using the Multi-Module Communication Bus. The bus
can accommodate up to 8 input channel pairs from two modules. Additional outputs can be added by connecting up to three
modules to the bus.

4.4.1 OPTIONAL 16 X 16 MATRIX-MIXING

The following configuration should be used for a two-module system:

* One module must be designated as the timing master by connecting both MM_CONFIG pins to 3.3V. The other module must be
designated as the timing slave by connecting both MM_CONFIG pins to ground.

* The four audio input pairs on the master are designated 1-4, while the four audio input pairs on the slave are designated 5-8. These
designations remain the same in the software for both modules.
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* Connect each of the MM_COM pins on the master module to the pin of the same name on the slave.

* Connect nRESET of each module together. nRESET must be driven with an open collector driver.

* The channels within the master module are designated channels 1-8, while the channels within the slave module are designated
channels 9-16.

FIGURE 14: Two-Module Matrix Mixing

4.4.2 OPTIONAL 16 X 24 MATRIX-MIXING

Eight input channel pairs can be mixed up to a maximum of 24 output channels by adding a third module to the Multi-Module
Communication Bus and configuring the third module for “listen” mode. The following configuration should be used for a system
with three modules:

Master Module Slave Module
/_/x
a XM100 +3.3V XM100
Module Module
t MM_CONFIG[1] f MM_CONFIG[1]
l l Audio Input = Audio Input
Pairs 1-4 > Audio Audio A Pairs 5-8
Inputs  mm_com | 6, | MM com Inputs
[5:0][ 4 7l [5:0]
+3.3V
! : MM_CONFIGI[0] f MM_CONFIGI[0]

* One module must be designated as the timing master by connecting both MM_CONFIG pins to 3.3V. This module will provide
audio input pairs 1-4 to the system.

* One module must be designated as the timing slave by connecting both MM_CONFIG pins to GND. This module will provide
audio input pairs 5-8 to the system.

* The third module is placed in a “listen” mode by connecting MM_CONFIG([1] to ground and MM_CONFIG|0] to 3.3V.

* Connect each MM_COM pins of each module.

* Connect nRESET of each module together. nRESET must be driven with an open collector driver.

* The SAIL S/PDIF, and analog inputs for the “listen” module are disabled. The 16 inputs to the “listen” module’s mixer are
obtained from the “master” and the “slave” modules via the MM_COM bus.
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Master Module Slave Module
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XM100 +3.3V XM100
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FIGURE 15: Matrix Mixing with more than two modules

5 MODULE CONTROL INTERFACE (MCI) SPECIFICATION

The controller inside the XM 100 amplifier module provides a number of registers used to control operation. The Module Control
Interface (MCI) is used to set and query these registers through the SDAx and SCILx pins. This protocol defines any device that
sends data on to the bus as a transmitter and any device that reads the data as a receiver. The device that controls the data transfer is
known as the master and the other as the slave. For this interface, the definition of the master is an external microcontroller or
control logic. All modules in the system are logically slaves to the external microcontroller. This should not be confused with the
MASTER, SLAVE, or LISTEN definition used with the MM_COM interface for the transfer of audio source material exchanged
between modules. The master always starts the transfer and provides the serial clock for synchronization. The XM100 module
controller only functions as a slave device in all of its communications and will not function with multiple masters.

5.1 MODULE CONTROL INTERFACE STATES

5.1.1 DATA TRANSITION OR CHANGE
During a data transfer, changes on the SDAx line must only occur while SCLx is in the low state. An SDAx transition while SCLx is
high is used to identify a START or STOP condition.

5.1.2 START CONDITION
START is identified by a high to low transition of SDAx while SCLx is stable in the high state. A START condition must precede any
command for data transfer.

5.1.3 STOP CONDITION
STOP is identified by low to high transition of SDAx while SCLx is stable in the high state. A STOP condition terminates
communication between the XM100 module and the bus master.
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5.1.4 DATA INPUT

During the data input, the XM100 module samples the SDAx signal on the rising edge of SCLx. For correct device operation the
SDAx signal must be stable during the rising edge of SCLx and SDAx can change only when SCLx is low.

5.1.5 ACKNOWLEDGE

All data transfers across the module control interface bus must be acknowledged. Each byte transfer is followed by an acknowledge
bit (ACK). When data is being written to the module, it will generate the ACK; when being read, the bus master generates the ACK.
ACK refers to a true-acknowledge and NACK refers to a not-acknowledge. In general, ACK means continue or ready and NACK
means terminate or not ready. The bus master is responsible for correctly interpreting the acknowledge response.

5.2 DEVICE ADDRESS CHANNEL GROUPINGS

To start communication between the master and the XM100 module, the master must initiate with a start condition. Following this,
the master sends onto the SDA line 8-bits (MSB first) corresponding to the device select address and read or write mode. If the
device address matches that of the XM100, the module will acknowledge the address during the 9th bit time. The 7 most significant
bits are the device address identifiers. The 8th bit (LSB) identifies read ot write operation R/W. This bit is set to 1 in tead mode and
0 for write mode.

Six hardware device addresses are used to identify the module: two addresses for channels 1 through 4, two addresses for channels 5
through 8, and two more addresses for a listen module. The device addresses correspond to the setting of the MM_CONFIG pins as
shown in the following table:

MM_CONFIG[Lo] | Avdio Input Pairs g:v‘izlc Acd‘zlr;:il Matrix Position

11 1-2 B2h Master

3-4 B4h
00 5-6 B6h Slave

7-8 B8h
01 BAh Listen

BCh

10 Illegal combination

Table 19: Module Device Address

5.3 CONTROLLER 1/O0 PROCEDURES

5.3.1 CONTROLLER WRITE PROCEDURE

All writes to the XM100 module controller registers must begin with the Start Condition, followed by the Device Address byte (with
read/write bit cleared), three Register Address bytes, three Data bytes and a Stop Condition (see Figure 16). The XM100 module
(MCI) controller acknowledges each byte by pulling SDA low on the bit immediately following each byte. These bytes are described
below:

Byte Read/Write Name Description

0 w Device Address + Read/Write Bit | Device Address of channel group, with R/W bit cleared
1 W Register Address [23:16] Upper 8 bits of register address

2 W Register Address [15:8] Middle 8 bits of register address

3 \% Register Address [7:0] Lower 8 bits of register address

4 W Data[23:16] Upper 8 bits of register data to write

5 W Data[15:8] Middle 8 bits of register data to write

6 W Data[7:0] Lower 8 bits of register data to write

Table 20: Controller Write Byte Sequence Description
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ACK ACK ACK

DEV-ADDR REGISTER [23 16] REGISTERH 5: s] REGISTER [7 o1
WRITE -
SEQUENCE L L] | | | |

START

ACK

ACK ACK ACK
[
REGISTER 7:0] DATA[23:1 DATA[1 DATA[7:
[ ] ‘ [23: ﬂ‘ ‘ ISN ‘ ‘ [ m

FIGURE 16: Controller Write Sequence Diagram

|

STOP

5.3.2 CONTROLLER READ PROCEDURE

All reads from the XM100 module controller registers require two steps. During the first step, the master must send the Start
Condition, followed by the Device Addtess byte (with read/write bit low), and three Register Address bytes (see Figure 17). The
XM100 module controller acknowledges each byte in the first step by pulling SDA low on the bit immediately following each byte.

Immediately following the first step, the master must send another Start Condition, followed by the Device Address byte (with
read/write bit high). The XM100 module controller will acknowledge the Device Address byte by pulling SDA low on the bit
immediately following the Device Address. The next 3 bytes are sent by the XM100 module controller to the master, and contain the
three Data bytes to be read. The master must acknowledge the first two Data bytes by pulling SDA low on the bit immediately
following the Device Address. After the third Data byte, the master should not send an acknowledgement to the module. At the end
of the second step, the master must send the Stop Condition.
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Step | Byte Xea:(tijr\xfrite Name Description
0 W First Device Address + Device Address of channel group, with R/W bit
Read/Write Bit low
1 1 W Register Address [23:16] Upper 8 bits of register address
2 W Register Address [15:8] Middle 8 bits of register address
W Register Address [7:0] Lower 8 bits of register address
Repeat Start Condition
4 W Second Device Address + Device Address of channel group, with R/W bit set
Read/Write Bit
2 5 R Data[23:10] Upper 8 bits of register data to read
6 R Data[15:8] Middle 8 bits of register data to read
7 R Data[7:0] Lower 8 bits of register data to read

Table 21: Controller Read Byte Sequence Description

Step 1

ACK ACK
I

ACK

ACK
READ ’_‘ ’7 DEV-ADDR —‘ REGISTER[23 16]—H REGISTER[15 e] REG\STER[-/ 0] T ’—‘
SEQUENCE [ | —

I
START

RIW
MASTER
ACK ACK M’;SCTKER ACK NACK
DE\I ADDR DATA[23 1s] DATA[15 a] DATA[7 0]
> | | | | | \ |
REPEAT STOP
‘ START
Step 2

FIGURE 17: Controller Read Sequence Diagram

P/N D2-DS-XM100-1.4.2, Copyright 2005, D2Audio Corporation. All rights reserved. Al product information is subject to change without notice. D2Audio and D2A are registered trademarks, while the D2Audio logo,
D2, D2Audio SpeakerFingerprint, D2Audio SpeakerEQ (SPEQ), D2Audio LEO, D2Audio Page-In, and D2Audio MultiMix are trademarks of D2Audio Corporation. Other product names are for identification purposes
and may be trademarks of their respective companies.

XM100 Data Sheet D2-DS-XM100-1.4.2 D24uUDI0



-3
z
-
=
2
z

28

5.4 STORE TO EEPROM COMMAND

An EEPROM within the amplifier module stores the default values of each register for recall on reset or power up. Note that the
default values for input selection are determined by the Hardware Configuration Pins and not by the EEPROM. The amplifier has
the capability to update the EEPROM contents at any time.

The following module control interface command will cause all of the current software settings to become the default settings by
storing them into the EEPROM. This command will update the EEPROM values for a group of channels identified by the Device
Address. In order to update the EEPROM for all channels within a module, the command must be issued twice- once for each
Device Address within the module. Note: The input source selection is not stored in the EEPROM. The input source is selected at
power up or module reset. If an input source is changed via software control, its configuration will be lost at power down or during
reset.

Byte Read/Write Name Description

0 W Device Address + Read/Write Bit | Device Address of channel group, with R/W bit cleared
1 W Register Address [23:16] Set to 0x80 for EEPROM write

2 W Register Address [15:8] Set to 0x00 for EEPROM write

3 W Register Address [7:0] Set to 0x00 for EEPROM write

4 W Data|23:16] Set to 0x00 for EEPROM write

5 W Data[15:8] Set to 0x00 for EEPROM write

6 W Datal[7:0] Set to 0x00 for EEPROM write

Table 22: Store to EEPROM Command Byte Description

6 SOFTWARE CONTROL SETTINGS

All control settings for the amplifier are adjusted by writing to configuration registers through the Module Control Interface (see
Section 5, “Module Control Interface (MCI) Specification,” on page 25). While changing input source settings, the amplifier should
be muted to avoid pops. For all other settings, the amplifier will automatically provide a smooth transition between changes in order
to avoid pops.

6.1 DSP PROCESSING ORGANIZATION

The XM100 module controller contains a powerful DSP engine which provides a group of processing blocks including Input Select,
Tone Control, 3 and 5 band Parametric EQ, Adjustable Time Delay, Compression, and Level Control. A Master Volume control is
available for each controller and its corresponding 2 audio input pairs. Figure 18 and Figure 19 below illustrate the pre-mixer and
post mixer DSP processing blocks.
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FIGURE 18: Pre-mix DSP Processing Blocks
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FIGURE 19: Post-mix DSP Processing Blocks

6.2 GAIN MANAGEMENT

Careful attention must be paid to the signal level at the input and at each stage through the DSP in order to prevent clipping.
Changes to DSP parameters must be made only after thorough consideration of the effects on signal level throughout the entire
signal path from input to output. Though reducing the gain of the input signal will result in additional DSP headroom, this
action will cause a corresponding reduction in the signal-to-noise ratio of the amplifier.

6.2.1 DSP GAIN STRUCTURE
At the input to the DSP, an attenuation of -6dB is applied to allow for headroom within the DSP processing blocks. At the DSP
output, +18dB of gain is applied prior to driving the PWM amplifier outputs. This organization is shown in the following figure:

DSP Processing Blocks: Channel
i i i Attenuation
DSP Input ; Mixer, Tone Control, Parametric EQ, Time Delay, > To PWM Output
P 6d8 Master Volume Control, Loudness Contour, (Levels) +18dB p
Compressor (Default = -12dB)

FIGURE 20: DSP Gain Stages

Once a signal is input, 6dB of headroom is provided for all of the DSP processing blocks and volume controls. Clipping will occur if
any of the DSP processing blocks cause the signal level to exceed 0dBFS. At the DSP processing final stage, a maximum of 18dB of
gain is added prior to the PWM amplifier outputs. The module is designed to output full power (assuming the high-voltage supply is
at the correct voltage) with a -0.5dBFS input signal, all other DSP processing functions and individual channel volume controls at
unity gain, and the output master volume control set to +6dB.
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6.2.2 GAIN CALCULATIONS

Proper gain management begins with determining the maximum module input level that is expected for the system design. If the
S/PDIF or %S inputs are used, the maximum level can be as high as 0dBFS if connected directly to source material. If the analog
inputs are used, a 2.0Vrms sine wave signal is required to produce an input of 0dBFS to the DSP.

6.3 SOFTWARE REGISTER ADDRESSING

Changes to each of the DSP Processing Blocks are made by writing to a software register set within the module. Each software
register is accessed using a module control device address and an internal register address. The internal register addresses are
repeated for each group of four channels. The module control device address is used to identify the appropriate set of four.

Register locations are defined as a Module Control Device Address, as defined in Table 19, followed by a 24-bit register location. The
Register Address Table syntax lists the register location as $AA:xxxxxx, where AA is the Module Control Device Address followed
by the “xxxxxx”register offset. An example of muting all channels in the amplifier would be a write to $82:000000 and a write to
$B4:000000 to mute all 8 master channels. For a multi-module configuration, MCI addresses may range from $B2 through $BC.

6.4 INPUT SOURCE CONFIGURATION

Analog, digital SAI port, or digital S/PDIF inputs are available. The Input Select Register specifies which soutce is active, and the
data format of the SAI ports. The default value for the Input Select Register is read on reset through the hardware pins
DIG/ANL[3:0] and SPDIFEN[1:0]. At any time, the Input Selection may be changed in software through the following registers.
The amplifier outputs must be muted during changes to the Input Select Register to avoid pops.For each SAI port, the left channel
data is assigned to the odd-numbered input (channels 1, 3, 5 and 7). Right channel data is then assigned to the even-numbered input.
Note that the Input Select Register is not used if a module is configured for “listen” mode in a multi-module system.

There is one Input Select Register for each input pair. Table 19 defines the input pair mapping to Module Control Device Addresses.
The following table summarizes the Input Select Register addresses:

Register Name Input Pair 1-2 Input Pair 3-4 Input Pair 5-6 *Input Pair 7-8

Master Input Select Write B2:020001h B4:020001h
Address

Slave Input Select Write B6:020001h B8:020001h
Address

Master Input Select Read B2:020002h B4:020002h
Address

Slave Input Select Read B6:020002h B8:020002h
Address

* Denotes feature only available in XM100-8, not available in XM100-6
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Table 23: Input Select Register Address Table

The functions of the bits in each Input Select Register are as follows:

Input Select Bits |[23:8] [7:5] 4 3 2 1 0
Reserved Reserved JUSTIFY DIG_ANIL_H [DIG_ANL_L [Reserved SPDIFEN
Value Always set to | Always set to 0 Always set to 0
F800h

Table 24: Input Select Register Bit Definitions

Bits [23:8] Reserved

These bits should always be set to F800h when writing to the Input Select Register.
Bits [7:5] Reserved

These bits should always be set to 0 when writing to the Input Select Register.
Bit 4 JUSTIFY

When a 1’ is written to JUSTIFY, both SAI ports will accept digital audio data in Left-Justified format.
When a ‘0’ is written to JUSTIFY, both SAI ports will accept digital audio data in I%S format. The default
value for JUSTIFY is 0.
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Bit 3 DIG_ANL_H
When a 1’ is written to DIG_ANL_H, the SAI port is selected for the higher-ordered pair of channels
channels corresponding to the controller device address. When a ‘0’ is written to DIG_ANL_H, the
differential analog inputs are selected. Upon reset, the value of DIG_ANL_H is equal to the state of the
DIG/ANL pin for the corresponding pair of channels.

Bit 2 DIG_ANL_L
When a ‘1’ is written to DIG_ANL_L, the SAI port is selected for the lower-ordered pair of channels
corresponding to the controller device address. When a ‘0’ is written to DIG_ANL_L, the differential
analog inputs are selected. DIG_ANL_L is only valid when SPDIFEN is 0. Upon reset, the value of
DIG_ANL_L is equal to the state of the DIG/ANL pin for the cortesponding pair of channels.

Bit 1 Reserved
This bit should always be set to a ‘0’ when writing to InputSelectReg,
Bit 0 SPDIFEN

When SPDIFEN is set to a ‘1°, the SPDIF input is selected for the lower-ordered pair of channels
corresponding to the controller device address. When a ‘0” is written to SPDIFEN, the input selection for
these channels is determined by DIG_ANL_L. Upon reset, the value of SPDIFEN is equal to the inverse
state of the SPDIFEN hardware pin for the corresponding pair of channels. If the hardware pin is low, the
SPDIFEN bit is set to ‘1”.

Each module contains two sets of input select registers - one set for each group of 4 input channels. The Module Control Device
address is used to determine which group of 4 channels is accessed. The following tables illustrate the interaction between controller
device address and Input Select Register:
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Master Controller | SPDIFEN DIG_ANL_x .

Device Address Setting Setting Input Source Selection

B2:020001h SPDIFEN =0 DIG_ANIL L =1 SAI port 0 connected to channels 1/2
B2:020001h SPDIFEN = 0 DIG_ANL_L =0 AIN1/2 connected to channels 1/2
B2:020001h SPDIFEN =1 DIG_ANL_L =x SPDIFRXO0 connected to channels 1/2
B2:020001h - DIG_ANL_H=0 AIN3/4 connected to channels 3/4
B2:020001h - DIG_ANL_H =1 SAIT port 1 connected to channels 3/4
B4:020001h SPDIFEN =0 DIG_ANL_L =1 SAI port 2 connected to channels 5/6
B4:020001h SPDIFEN = 0 DIG_ANL L=0 AIN5/6 connected to channels 5/6
B4:020001h SPDIFEN =1 DIG_ANL_L =x SPDIFRX1 connected to channels 5/6
B4:020001h - DIG_ANL H=0 AIN7/8 connected to channels 7/8
B4:020001h - DIG_ANI. H=1 SAI port 3 connected to channels 7/8

TABLE 25: Master Module Audio Source Selection through Input Selection Register

Slavt'e Controller SPD'IFEN DICTiANLix Input Source Selection

Device Address Setting Setting

B6:020001h SPDIFEN =0 DIG_ANL_L =1 SAI port 0 connected to channels 1/2
B6:020001h SPDIFEN = 0 DIG_ANL L=0 AIN1/2 connected to channels 1/2
B6:020001h SPDIFEN =1 DIG_ANIL_L =x SPDIFRXO0 connected to channels 1/2
B6:020001h - DIG_ANL H=0 AIN3/4 connected to channels 3/4
B&:020001h - DIG_ANI. H=1 SAI port 1 connected to channels 3/4
B8:020001h SPDIFEN = 0 DIG_ANL_L =1 SAI port 2 connected to channels 5/6
B8&:020001h SPDIFEN = 0 DIG_ANL L=0 AIN5/6 connected to channels 5/6
B8:020001h SPDIFEN =1 DIG_ANIL I =x SPDIFRX1 connected to channels 5/6
B8:020001h - DIG_ANL_H =0 *AIN7/8 connected to channels 7/8

* Denotes feature only available in XM100-8, not available in XM100-6

TABLE 26: Slave Module Audio Source Selection through Input Selection Register
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Note: The audio sources selected via software through the Input Select Registers are not stored in EEPROM. The input source is
determined by a set of hardware pins at power up or module reset. Changes made through a software command will be lost on
power off or system reset.

6.5 TONE CONTROL

The XM100 module provides individual software-controlled Tone Controls for each channel. These are implemented as low-pass
and high-pass shelving filters for bass and treble control, respectively, which are added back into the signal flow. Each filter contains
a first-order (6dB/octave) rolloff, with programmable corner frequency and gain. The DSP within the module will automatically
provide a smooth transition between changes to the Tone Control.

6.5.1 CORNER FREQUENCY CALCULATION
The Corner Frequency of the Tone Control is defined as the frequency at which the gain of the filter is +-3dB. For a given Corner
Frequency, the appropriate parameter is a signed, 24-bit number calculated using the following equations. First, determine the

intermediate value ®, then use © to calculate the frequency corner parameter value (note that ® is in radians). Valid range for Corner
Frequency is 20Hz to 24,000Hz.

O(radians) = Frequency x 9.817477 x 107

ToneControlCornerFrequencyParameter = 223 X (%}

6.5.2 GAIN CALCULATION
For a given Gain in dB, the appropriate parameter is a signed, 24-bit number calculated using the following equation. Valid range for
Tone Control Gain is -10dB to +9.542dB.
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(G ain)
10 * 1
ToneControlGainParameter = 2 x ————2——_—
6.5.3 TONE REGISTER SUMMARY
. Minimum Maximum L.

Register Name Value Value Description
BassToneControlCorner 804047h 3504F3h Per-channel corner frequency parameter for bass tone control
FrequencyParameter shelving filter.
BassToneControlGain C0002Ah 7FFFFFh Per-channel gain for bass tone control shelving filter
Parameter
TrebleToneControlCornerFre | 804047h 3504F3h Per-channel corner frequency parameter for treble tone control
quencyParameter shelving filter.
TrebleToneControlGain C0002Ah 7FFFFFh Per-channel gain for treble tone control shelving filter
Parameter

Table 27: Tone Control Register Summary
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6.5.4

TONE REGISTER ADDRESS TABLE

Parameter

Register Nam Master Channel 1 Master Channel 2 Master Channel 3 Master Channel 4
cgister Name Register Address Register Address Register Address Register Address

BassToneControlCorner B2:000015h B2:000019h B2:00001Dh B2:000021h

FrequencyParameter

BassToneControlGain B2:000016h B2:00001Ah B2:00001Eh B2:000022h

Parameter

TrebleToneControlCorner B2:000017h B2:00001Bh B2:00001Fh B2:000023h

FrequencyParameter

TrebleToneControlGain B2:000018h B2:00001Ch B2:000020h B2:000024h

Table 28: Master Module Tone Control Register Address Table

Parameter

Register N Master Channel 5 Master Channel 6 *Master Channel 7 *Master Channel 8
cgister Name Register Address Register Address Register Address Register Address

BassToneControlCorner B4:000015h B4:000019h B4:00001Dh B4:000021h

FrequencyParameter

BassToneControlGain B4:000016h B4:00001Ah B4:00001Eh B4:000022h

Parameter

TrebleToneControlCorner B4:000017h B4:00001Bh B4:00001Fh B4:000023h

FrequencyParameter

TrebleToneControlGain B4:000018h B4:00001Ch B4:000020h B4:000024h

* Denotes feature only available in XM100-8, not available in XM100-6

Table 29: Slave Module Tone Control Register Address Table

Register Name

Slave Channel 1

Slave Channel 2

Slave Channel 3

Slave Channel 4

Parameter

Register Address Register Address Register Address Register Address

BassToneControlCorner B6:000015h B6:000019h B6:00001Dh B6:000021h
FrequencyParameter

BassToneControlGain B6:000016h B6:00001Ah B6:00001Eh B6:000022h
Parameter

TrebleToneControlCorner B6:000017h B6:00001Bh B6:00001Fh B6:000023h
FrequencyParameter

TrebleToneControlGain B6:000018h B6:00001Ch B6:000020h B6:000024h

Table 30: Slave Module Tone Control Register Address Table

Register Name

Slave Channel 5

Slave Channel 6

*Slave Channel 7

*Slave Channel 8

Register Address Register Address Register Address Register Address

BassToneControlCorner B8:000015h B8:000019h B8:00001Dh B8:000021h
FrequencyParameter

BassToneControlGain B8:000016h B8:00001Ah B8:00001Eh B8:000022h
Parameter

TrebleToneControlCorner B8:000017h B8:00001Bh B8:00001Fh B8:000023h
FrequencyParameter

TrebleToneControlGain B8:000018h B8:00001Ch B8:000020h B8:000024h
Parameter

* Denotes feature only available in XM100-8, not available in XM100-6

Table 31: Slave Module Tone Control Register Address Table
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Register Name Listen Channel 1 Listen Channel 2 Listen Channel 3 Listen Channel 4
cgister IName Register Address Register Address Register Address Register Address

BassToneControlCorner BA:000015h BA:000019h BA:00001Dh BA:000021h

FrequencyParameter

BassToneControlGain BA:000016h BA:00001Ah BA:00001Eh BA:000022h

Parameter

TrebleToneControlCorner BA:000017h BA:00001Bh BA:00001Fh BA:000023h

FrequencyParameter

TrebleToneControlGain BA:000018h BA:00001Ch BA:000020h BA:000024h

Parameter

Table 32: Slave Module Tone Control Register Address Table

Reeister Name Listen Channel 5 Listen Channel 6 *Listen Channel 7 *Listen Channel 8
cgister IName Register Address Register Address Register Address Register Address

BassToneControlCorner BC:000015h BC:000019h BC:00001Dh BC:000021h

FrequencyParameter

BassToneControlGain BC:000016h BC:00001Ah BC:00001Eh BC:000022h

Parameter

TrebleToneControlCorner BC:000017h BC:00001Bh BC:00001Fh BC:000023h

FrequencyParameter

TrebleToneControlGain BC:000018h BC:00001Ch BC:000020h BC:000024h

Parameter

* Denotes feature only available in XM100-8, not available in XM100-6

Table 33: Listen Tone Control Register Address Table

6.6 PARAMETRIC EQUALIZER

Eight parametric equalizer bands ate available on each channel- 3 prior to mixing and 5 post-mixing. Fach band contains adjustable
Frequency, Gain and Q. Setting the Gain to 0 disables a band. The DSP within the module will automatically provide a smooth
transition between changes to the Parametric EQ. The 5 pre-mix bands are not used if a module is configured for “listen” mode in a
multi-module system.
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6.6.1 EQ CENTER FREQUENCY CALCULATION

For a given center frequency, the appropriate parameter is a signed, 24-bit number calculated using the following equation. Valid
range for center frequency is 20Hz to 24,000Hz.

EQCenterFrequencyParameter = 27« Frequency x 31.25 x 10°°

6.6.2 EQ QUALITY FACTOR CALCULATION
For a given Q, the appropriate parameter is a signed, 24-bit number calculated using the following equation.
Valid range for Q is 0.5 < Q <= 10. (Note that a value of 0.5 for Q results in an EQQParameter value of 800000h, which is invalid)

EQQParameter = 25« (2 i Q)

6.6.3 EQ GAIN CALCULATION

For a given Gain in dB, the appropriate parameter is a signed, 24-bit number calculated using the following equation. Valid range for
gain is -60dB to +6dB.
(Gai n)
23 20
X

EQGainParameter = -2 1-10
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6.6.4 EQ REGISTER SUMMARY

Register Name ‘l\l/l;lt:gnum %T:Lmum Description

EQCenterFrequency 00147Ah 600000h Center frequency for Parametric EQ, 8 bands per channel
Parameter

EQQParameter 066666h 7FFFFFh Quality factor for Parametric EQ, 8 bands per channel
EQGainParameter 8020C5h 7F64C1h Gain for Parametric EQ, 8 bands per channel

Table 34: Parametric EQ Register Summary

6.6.5 PRE-MIXER EQ REGISTER ADDRESS TABLE

. Master Channel 1 Master Channel 2 Master Channel 3 Master Channel 4
Register Name
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Register Address Register Address Register Address Register Address

EQCenterFrequency B2:000061h B2:00006Ah B2:000073h B2:00007Ch
Parameter, band 1

EQQParameter, band 1 B2:000062h B2:00006Bh B2:000074h B2:00007Dh
EQGainParameter, band 1 B2:000063h B2:00006Ch B2:000075h B2:00007Eh
EQCenterFrequency B2:000064h B2:00006Dh B2:000076h B2:00007Fh
Parameter, band 2

EQQParameter, band 2 B2:000065h B2:00006Eh B2:000077h B2:000080h
EQGainParameter, band 2 B2:000066h B2:00006Fh B2:000078h B2:000081h
EQCenterFrequency B2:000067h B2:000070h B2:000079h B2:000082h
Parameter, band 3

EQQParameter, band 3 B2:000068h B2:000071h B2:00007Ah B2:000083h
EQGainParameter, band 3 B2:000069h B2:000072h B2:00007Bh B2:000084h

Table 35: Master Module Channel 1- 4 Pre-Mixer Parametric EQ Register Address Table

Register Name Master Channel 5 Master Channel 6 *Master Channel 7 *¥Master Channel 8
g1s . Register Address Register Address Register Address Register Address
EQCenterFrequency B4:000061h B4:00006Ah B4:000073h B4:00007Ch
Parameter, band 1
EQQParameter, band 1 B4:000062h B4:00006Bh B4:000074h B4:00007Dh
EQGainParameter, band 1 B4:000063h B4:00006Ch B4:000075h B4:00007Eh
EQCenterFrequency B4:000064h B4:00006Dh B4:000076h B4:00007Fh
Parameter, band 2
EQQParameter, band 2 B4:000065h B4:00006Eh B4:000077h B4:000080h
EQGainParameter, band 2 B4:000066h B4:00006Fh B4:000078h B4:000081h
EQCenterFrequency B4:000067h B4:000070h B4:000079h B4:000082h
Parameter, band 3
EQQParameter, band 3 B4:000068h B4:000071h B4:00007Ah B4:000083h
EQGainParameter, band 3 B4:000069h B4:000072h B4:00007Bh B4:000084h

* Denotes feature only available in XM100-8, not available in XM100-6

Table 36: Master Module Channels 5-8 Pre-Mixer Parametric EQ Register Address Table
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Register Name Slave Channel 5 Slave Channel 6 *Slave Channel 7 *Slave Channel 8
cgister IName Register Address Register Address Register Address Register Address

EQCenterFrequency B8:000061h B8:00006Ah B8:000073h B8:00007Ch

Parameter, band 1

EQQParameter, band 1 B8:000062h B8:00006Bh B8:000074h B8:00007Dh

EQGainParameter, band 1 B8&:000063h B8:00006Ch B8:000075h B8:00007Eh

EQCenterFrequency B8:000064h B8:00006Dh B8:000076h B8:00007Fh

Parameter, band 2

EQQParameter, band 2 B8:000065h B8:00006Eh B8:000077h B8:000080h

EQGainParameter, band 2 | B8:000066h B8:00006Fh B8:000078h B8:000081h

EQCenterFrequency B8:000067h B8:000070h B8:000079h B8:000082h

Parameter, band 3

EQQParameter, band 3 B8:000068h B8:000071h B8:00007Ah B8:000083h

EQGainParameter, band 3 B8:000069h B8:000072h B8:00007Bh B8:000084h

* Denotes feature only available in XM100-8, not available in XM100-6

Table 37: Slave Module Channels 5-8 Pre-Mixer Parametric EQ Register Address Table
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6.6.6

POST-MIXER EQ REGISTER ADDRESS TABLE

Register Name

Master Channel 5

Master Channel 6

*Master Channel 7

*Master Channel 8

Register Address Register Address Register Address Register Address

EQCenterFrequency B4:000025h B4:000034h B4:000043h B4:000052h
Parameter, band 1

EQQParameter, band 1 B4:000026h B4:000035h B4:000044h B4:000053h
EQGainParameter, band 1 B4:000027h B4:000036h B4:000045h B4:000054h
EQCenterFrequency B4:000028h B4:000037h B4:000046h B4:000055h
Parameter, band 2

EQQParameter, band 2 B4:000029h B4:000038h B4:000047h B4:000056h
EQGainParameter, band 2 B4:00002Ah B4:000039h B4:000048h B4:000057h
EQCenterFrequency B4:00002Bh B4:00003Ah B4:000049h B4:000058h
Parameter, band 3

EQQParameter, band 3 B4:00002Ch B4:00003Bh B4:00004Ah B4:000059h
EQGainParameter, band 3 B4:00002Dh B4:00003Ch B4:00004Bh B4:00005Ah
EQCenterFrequency B4:00002Eh B4:00003Dh B4:00004Ch B4:00005Bh
Parameter, band 4

EQQParameter, band 4 B4:00002Fh B4:00003Eh B4:00004Dh B4:00005Ch
EQGainParameter, band 4 B4:000030h B4:00003Fh B4:00004Eh B4:00005Dh
EQCenterFrequency B4:000031h B4:000040h B4:00004Fh B4:00005Eh
Parameter, band 5

EQQParameter, band 5 B4:000032h B4:000041h B4:000050h B4:00005Fh
EQGainParameter, band 5 B4:000033h B4:000042h B4:000051h B4:000060h

* Denotes feature only available in XM100-8, not available in XM100-6

Table 38: Master Module Channels 5-8 Post-Mixer Parametric EQ Register Address Table

Register Name

Slave Channel 1

Slave Channel 2

Slave Channel 3

Slave Channel 4

Register Address Register Address Register Address Register Address

EQCenterFrequency B6:000025h B6:000034h B6:000043h B6:000052h
Parameter, band 1

EQQParameter, band 1 B6:000026h B6:000035h B6:000044h B6:000053h
EQGainParameter, band 1 B6:000027h B6:000036h B6:000045h B6:000054h
EQCenterFrequency B6:000028h B6:000037h B6:000046h B6:000055h
Parameter, band 2

EQQParameter, band 2 B6:000029h B6:000038h B6:000047h B6:000056h
EQGainParameter, band 2 B6:00002Ah B6:000039h B6:000048h B6:000057h
EQCenterFrequency B6:00002Bh B6:00003Ah B6:000049h B6:000058h
Parameter, band 3

EQQParameter, band 3 B6:00002Ch B6:00003Bh B6:00004Ah B6:000059h
EQGainParameter, band 3 B6:00002Dh B6:00003Ch B6:00004Bh B6:00005Ah
EQCenterFrequency B6:00002Eh B6:00003Dh B6:00004Ch B6:00005Bh
Parameter, band 4

EQQParameter, band 4 B6:00002Fh B6:00003Eh B6:00004Dh B6:00005Ch
EQGainParameter, band 4 B6:000030h B6:00003Fh B6:00004Eh B6:00005Dh
EQCenterFrequency B6:000031h B6:000040h B6:00004Fh B6:00005Eh
Parameter, band 5

EQQParameter, band 5 B6:000032h B6:000041h B6:000050h B6:00005Fh
EQGainParameter, band 5 B6:000033h B6:000042h B6:000051h B6:000060h

Table 39: Slave Module Channels 1- 4 Post-Mixer Parametric EQ Register Address Table
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. Slave Channel 1 Slave Channel 2 Slave Channel 3 Slave Channel 4
Register Name

Register Address Register Address Register Address Register Address

EQCenterFrequency B8:000025h B8:000034h B8:000043h B8:000052h

Parameter, band 1

EQQParameter, band 1 B8:000026h B8:000035h B8:000044h B8:000053h

EQGainParametet, band 1 B8:000027h B8:000036h B8:000045h B8:000054h

EQCenterFrequency B8:000028h B8:000037h B8:000046h B8:000055h

Parameter, band 2 w

EQQParameter, band 2 B8:000029h B8:000038h B8:000047h B8:000056h

EQGainParameter, band 2 B8:00002Ah B8:000039h B8:000048h B8:000057h

EQCenterFrequency B8:00002Bh B8:00003Ah B8:000049h B8:000058h

Parameter, band 3

EQQParameter, band 3 B8:00002Ch B8:00003Bh B8:00004Ah B8:00005%h r

EQGainParameter, band 3 B8:00002Dh B8:00003Ch B8:00004Bh B8:00005Ah

EQCenterFrequency B8:00002Eh B8:00003Dh B8:00004Ch B8:00005Bh I l

Parameter, band 4

EQQParameter, band 4 B8:00002Fh B8:00003Eh B8:00004Dh B8:00005Ch

EQGainParameter, band 4 B8:000030h B8:00003Fh B8:00004Eh B8:00005Dh H

EQCenterFrequency B8:000031h B8:000040h B8:00004Fh B8:00005Eh

Parameter, band 5

EQQParameter, band 5 B8:000032h B8:000041h B8:000050h B8:00005Fh

EQGainParameter, band 5 B8:000033h B8:000042h B8:000051h B8:000060h >
Table 40: Slave Module Channels 1- 4 Post-Mixer Parametric EQ Register Address Table w

Reister N Listen Channel 1 Listen Channel 2 Listen Channel 3 Listen Channel 4 <

cgistet Name Register Address Register Address Register Address Register Address

EQCenterFrequency BA:000025h BA:000034h BA:000043h BA:000052h

Parameter, band 1

EQQParameter, band 1 BA:000026h BA:000035h BA:000044h BA:000053h

EQGainParametet, band 1 BA:000027h BA:000036h BA:000045h BA:000054h

EQCenterFrequency BA:000028h BA:000037h BA:000046h BA:000055h

Parameter, band 2

EQQParameter, band 2 BA:000029h BA:000038h BA:000047h BA:000056h

EQGainParameter, band 2 BA:00002Ah BA:000039h BA:000048h BA:000057h

EQCenterFrequency BA:00002Bh BA:00003Ah BA:000049h BA:000058h

Parameter, band 3

EQQParameter, band 3 BA:00002Ch BA:00003Bh BA:00004Ah BA:000059%h

EQGainParameter, band 3 BA:00002Dh BA:00003Ch BA:00004Bh BA:00005Ah

EQCenterFrequency BA:00002Eh BA:00003Dh BA:00004Ch BA:00005Bh

Parameter, band 4

EQQParameter, band 4 BA:00002Fh BA:00003Eh BA:00004Dh BA:00005Ch

EQGainParameter, band 4 BA:000030h BA:00003Fh BA:00004Eh BA:00005Dh

EQCenterFrequency BA:000031h BA:000040h BA:00004Fh BA:00005Eh

Parameter, band 5

EQQParameter, band 5 BA:000032h BA:000041h BA:000050h BA:00005Fh

EQGainParameter, band 5 BA:000033h BA:000042h BA:000051h BA:000060h

Table 41: Listen Module Channels 1 - 4 Post-Mixer Parametric EQ Register Address Table
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Reoister N Listen Channel 1 Listen Channel 2 Listen Channel 3 Listen Channel 4
cgister Name Register Address Register Address Register Address Register Address

EQCenterFrequency BC:000025h BC:000034h BC:000043h BC:000052h
Parameter, band 1

EQQParameter, band 1 BC:000026h BC:000035h BC:000044h BC:000053h
EQGainParametet, band 1 BC:000027h BC:000036h BC:000045h BC:000054h
EQCenterFrequency BC:000028h BC:000037h BC:000046h BC:000055h
Parameter, band 2

EQQParameter, band 2 BC:00002%9h BC:000038h BC:000047h BC:000056h
EQGainParameter, band 2 BC:00002Ah BC:000039h BC:000048h BC:000057h
EQCenterFrequency BC:00002Bh BC:00003Ah BC:000049h BC:000058h
Parameter, band 3

EQQParameter, band 3 BC:00002Ch BC:00003Bh BC:00004Ah BC:00005%9h
EQGainParameter, band 3 BC:00002Dh BC:00003Ch BC:00004Bh BC:00005Ah
EQCenterFrequency BC:00002Eh BC:00003Dh BC:00004Ch BC:00005Bh
Parameter, band 4

EQQParameter, band 4 BC:00002Fh BC:00003Eh BC:00004Dh BC:00005Ch
EQGainParameter, band 4 BC:000030h BC:00003Fh BC:00004Eh BC:00005Dh
EQCenterFrequency BC:000031h BC:000040h BC:00004Fh BC:00005Eh
Parameter, band 5

EQQParameter, band 5 BC:000032h BC:000041h BC:000050h BC:00005Fh
EQGainParameter, band 5 BC:000033h BC:000042h BC:000051h BC:000060h

Table 42: Listen Module Channels 1 - 4 Post-Mixer Parametric EQ Register Address Table

6.7 MIXER

Any input to the XM100 module can be mixed and/ot touted to any output through the Mixer. A configuration of up to 16-
inputs/16-outputs is supported using two modules. The DSP within the module will automatically provide a smooth transition
between changes to the Mixer.

6.7.1 MIXER GAIN CALCULATION

For each output channel, the Mixer contains 16 registers- one corresponding to each input channel, along with one corresponding to
each input channel on a second module that is connected according to Section 4.4, “Matrix-Mixing Across Multiple Modules,” on
page 23. Each mixer register specifies the gain of a specific input channel that is mixed into a specific output channel.

When two or motre modules are connected together to enable matrix-mixing, the registers for inputs 1-8 correspond to the 8 inputs
of the module configured as the Master, while the registers for inputs 9-16 correspond to the 8 inputs of the module configured as
the Slave. It is important to note that this register mapping is the same in both Master and Slave modules.

For a given Gain in dB, the appropriate parameter is a signed, 24-bit number calculated using the following equation. Valid range for
Gain is -100dB to 0dB. Note that the value for Gain is always negative and the resulting parameter is also always negative.

(Gai n)

23 20

MixerGainParameter = —| 27 x 10

The following figure illustrates the organization of MixerGainParameter (MGP) registers. The first number in each entry is the input
channel, and the second number is the output channel:
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FIGURE 21: Mixer Gain Parameter (MGP) Channel Organization
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6.7.2 MIXER REGISTER SUMMARY

. Minimum Maximum L.
Register Name Value Value Description
MixerGainParameter FFFFFFh 800001h Mixer gain for a given input channel that is mixed into a given
1 output channel
Table 43: Mixer Register Summary
E : 6.7.3 MIXER REGISTER TABLE
Master Output Master Output Master Output Master Output
h Rewieter Name Channel 1 Channel 2 Channel 3 Channel 4
cgister Name Register Address | Register Address | Register Address | Register Address
(MGP x,1) (MGP x,2) (MGP x,3) (MGP x,4)
MixerGainParameter, B2:000005h B2:000009h B2:00000Dh B2:000011h
Input Channel 1 (MGP 1,x)
H MixerGainParameter, B2:000006h B2:00000Ah B2:00000Eh B2:000012h
Input Channel 2 (MGP 2,x)
Z MixerGainParameter, B2:000007h B2:00000Bh B2:00000Fh B2:000013h
Input Channel 3 (MGP 3,x)
> MixerGainParameter, B2:000008h B2:00000Ch B2:000010h B2:000014h
Input Channel 4 (MGP 4,x)
w MixerGainParameter, B2:0000D1h B2:0000DDh B2:0000E9h B2:0000F5h
Input Channel 5 (MGP 5,x)
< MixerGainParameter, B2:0000D2h B2:0000DEh B2:0000EAh B2:0000F6h
Input Channel 6 (MGP 6,x)
MixerGainParameter, B2:0000D3h B2:0000DFh B2:0000EBh B2:0000F7h
Input Channel 7 (MGP 7.x)
MixerGainParameter, B2:0000D4h B2:0000EOh B2:0000ECh B2:0000F8h
Input Channel 8 (MGP 8,x)
MixerGainParameter, B2:0000D5h B2:0000E1h B2:0000EDh B2:0000F%h
Input Channel 9 (MGP 9,x)
MixerGainParameter, B2:0000D6h B2:0000E2h B2:0000EEh B2:0000FAh
Input Channel 10 (MGP 10,x)
MixerGainParameter, B2:0000D7h B2:0000E3h B2:0000EFh B2:0000FBh
Input Channel 11 (MGP 11,x)
MixerGainParameter, B2:0000D8h B2:0000E4h B2:0000FOh B2:0000FCh
Input Channel 12 (MGP 12x)
MixerGainParameter, B2:0000D%h B2:0000E5h B2:0000F1h B2:0000FDh
Input Channel 13 (MGP 31,x)
MixerGainParameter, B2:0000DAh B2:0000E6h B2:0000F2h B2:0000FEh
Input Channel 14 (MGP 14,x)
MixerGainParameter, B2:0000DBh B2:0000E7h B2:0000F3h B2:0000FFh
Input Channel 15 (MGP 15,x)
MixerGainParameter, B2:0000DCh B2:0000E8h B2:0000F4h B2:000100h
Input Channel 16 (MGP 16,x)

Table 44: Master Module Channels 1- 4 Mixer Register Address Table
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Master Output Master Output *Master Output *Master Output

Register N Channel 5 Channel 6 Channel 7 Channel 8
gister Nam
eglster Name Register Address | Register Address | Register Address | Register Address

(MGP x,1) (MGP x,2) (MGP x,3) (MGP x,4)
MixerGainParameter, B4:000005h B4:000009h B4:00000Dh B4:000011h
Input Channel 1 (MGP 1,x)
MixerGainParameter, B4:000006h B4:00000Ah B4:00000Eh B4:000012h
Input Channel 2 (MGP 2,x)
MixerGainParameter, B4:000007h B4:00000Bh B4:00000Fh B4:000013h
Input Channel 3 (MGP 3,x)
MixerGainParameter, B4:000008h B4:00000Ch B4:000010h B4:000014h
Input Channel 4 (MGP 4.x)
MixerGainParameter, B4:0000D1h B4:0000DDh B4:0000E9h B4:0000F5h
Input Channel 5 (MGP 5,x)
MixerGainParameter, B4:0000D2h B4:0000DEh B4:0000EAh B4:0000F6h
Input Channel 6 (MGP 6,x)
MixerGainParameter, B4:0000D3h B4:0000DFh B4:0000EBh B4:0000F7h
Input Channel 7 (MGP 7,x)
MixerGainParameter, B4:0000D4h B4:0000EOh B4:0000ECh B4:0000F8h
Input Channel 8 (MGP 8,x)
MixerGainParameter, B4:0000D5h B4:0000E1h B4:0000EDh B4:0000F9%h
Input Channel 9 (MGP 9,x)
MixerGainParameter, B4:0000D6h B4:0000E2h B4:0000EEh B4:0000FAh
Input Channel 10 (MGP 10,x)
MixerGainParameter, B4:0000D7h B4:0000E3h B4:0000EFh B4:0000FBh
Input Channel 11 (MGP 11,x)
MixerGainParameter, B4:0000D8h B4:0000E4h B4:0000FOh B4:0000FCh
Input Channel 12 (MGP 12x)
MixerGainParameter, B4:0000D%h B4:0000E5h B4:0000F1h B4:0000FDh
Input Channel 13 (MGP 13,x)
MixerGainParameter, B4:0000DAh B4:0000E6h B4:0000F2h B4:0000FEh
Input Channel 14 (MGP 14,x)
MixerGainParameter, B4:0000DBh B4:0000E7h B4:0000F3h B4:0000FFh
Input Channel 15 (MGP 15,x)
MixerGainParameter, B4:0000DCh B4:0000E8h B4:0000F4h B4:000100h
Input Channel 16 (MGP 16,x)
* Denotes feature only available in XM100-8, not available in XM100-6

Table 45: Master Module Channels 5 - 8 Mixer Register Address Table
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Slave Output Slave Output Slave Output Slave Output

Reister N Channel 1 Channel 2 Channel 3 Channel 4
egister Name Register Address | Register Address | Register Address | Register Address

(MGP x,1) (MGP x,2) (MGP x,3) (MGP x,4)
MixerGainParameter, B6:000005h B6:000009h B6:00000Dh B6:000011h
Input Channel 1 (MGP 1,x)
MixerGainParameter, B6:000006h B6:00000Ah B6:00000Eh B6:000012h
Input Channel 2 (MGP 2x)
MixerGainParameter, B6:000007h B6:00000Bh B6:00000Fh B6:000013h
Input Channel 3 (MGP 3,x)
MixerGainParameter, B6:000008h B6:00000Ch B6:000010h B6:000014h
Input Channel 4 (MGP 4,x)
MixerGainParameter, B6:0000D1h B6:0000DDh B6:0000E9h B6:0000F5h
Input Channel 5 (MGP 5,x)
MixerGainParameter, B6:0000D2h B6:0000DEh B6:0000EAh B6:0000F6h
Input Channel 6 (MGP 6,x)
MixerGainParameter, B6:0000D3h B6:0000DFh B6:0000EBh B6:0000F7h
Input Channel 7 MGP 7.x)
MixerGainParameter, B6:0000D4h B6:0000EOh B6:0000ECh B6:0000F8h
Input Channel 8 (MGP 8,x)
MixerGainParameter, B6:0000D5h B6:0000E1h B6:0000EDh B6:0000F9h
Input Channel 9 (MGP 9,x)
MixerGainParameter, B6:0000D6h B6:0000E2h B6:0000EEh B6:0000FAh
Input Channel 10 (MGP 10,x)
MixerGainParameter, B6:0000D7h B6:0000E3h B6:0000EFh B6:0000FBh
Input Channel 11 (MGP 11,x)
MixerGainParameter, B6:0000D8h B6:0000E4h B6:0000FOh B6:0000FCh
Input Channel 12 MGP 12,x)
MixerGainParameter, B6:0000D%h B6:0000E5h B6:0000F1h B6:0000FDh
Input Channel 13 (MGP 13,x)
MixerGainParameter, B6:0000DAh B6:0000E6h B6:0000F2h B6:0000FEh
Input Channel 14 (MGP 14,x)
MixerGainParameter, B6:0000DBh B6:0000E7h B6:0000F3h B6:0000FFh
Input Channel 15 (MGP 15,x)
MixerGainParameter, B6:0000DCh B6:0000E8h B6:0000F4h B6:000100h
Input Channel 16 (MGP 16,x)

Table 46: Slave Module Channels 1- 4 Mixer Register Address Table
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Slave Output Slave Output *Slave Output *Slave Output
Register N Channel 5 Channel 6 Channel 7 Channel 8
gister Nam
eglster Name Register Address | Register Address | Register Address | Register Address
(MGP x,1) (MGP x,2) (MGP x,3) (MGP x,4)
MixerGainParameter, B8:000005h B8:000009h B8:00000Dh B8:000011h
Input Channel 1 (MGP 1,x)
MixerGainParameter, B8:000006h B8:00000Ah B8:00000Eh B8:000012h
Input Channel 2 (MGP 2,) w
MixerGainParameter, B8:000007h B8:00000Bh B8:00000Fh B8:000013h
Input Channel 3 (MGP 3,x)
MixerGainParameter, B8:000008h B8:00000Ch B8:000010h B8:000014h
Input Channel 4 (MGP 4.x)
MixerGainParameter, B8:0000D1h B8:0000DDh B8:0000E9h B8:0000F5h
Input Channel 5 (MGP 5.x) r
MixerGainParameter, B8:0000D2h B8:0000DEh B8:0000EAh B8:0000F6h
Input Channel 6 (MGP 6,x) |
MixerGainParameter, B8:0000D3h B8:0000DFh B8:0000EBh B8:0000F7h
Input Channel 7 (MGP 7,x)
MixerGainParameter, B8:0000D4h B8:0000EOh B8:0000ECh B8:0000F8h H
Input Channel 8 (MGP 8,x)
MixerGainParameter, B8:0000D5h B8:0000E1h B8:0000EDh B8:0000F9h Z
Input Channel 9 (MGP 9,x)
MixerGainParameter, B8:0000D6h B8:0000E2h B8:0000EEh B8:0000FAh >
Input Channel 10 (MGP 10,x)
MixerGainParameter, B8:0000D7h B8:0000E3h B8:0000EFh B8:0000FBh w
Input Channel 11 (MGP 11,x)
MixerGainParameter, B8:0000D8h B8:0000E4h B8:0000FOh B8:0000FCh <
Input Channel 12 (MGP 12x)
MixerGainParameter, B8:0000D%h B8:0000E5h B8:0000F1h B8:0000FDh
Input Channel 13 (MGP 31,x)
MixerGainParameter, B8:0000DAh B8:0000E6h B8:0000F2h B8:0000FEh
Input Channel 14 (MGP 14,x)
MixerGainParameter, B8:0000DBh B8:0000E7h B8:0000F3h B8:0000FFh
Input Channel 15 (MGP 15,x)
MixerGainParameter, B8:0000DCh B8:0000E8h B8:0000F4h B8:000100h
Input Channel 16 (MGP 16,x)
* Denotes feature only available in XM100-8, not available in XM100-6

Table 47: Slave Module Channels 5 - 8 Mixer Register Address Table

P/N D2-DS-XM100-1.4.2, Copyright 2005, D2Audio Corporation. All rights reserved. Al product information is subject to change without notice. D2Audio and D2A are registered trademarks, while the D2Audio logo,
D2, D2Audio SpeakerFingerprint, D2Audio SpeakerEQ (SPEQ), D2Audio LEO, D2Audio Page-In, and D2Audio MultiMix are trademarks of D2Audio Corporation. Other product names are for identification purposes
and may be trademarks of their respective companies.

XM100 Data Sheet D2-DS-XM100-1.4.2

D2d4UDIO0



-3
z
-
=
2
z

46

Listen Output Listen Output Listen Output Listen Output
Reister N Channel 1 Channel 2 Channel 3 Channel 4
cgister IName Register Address | Register Address Register Address Register Address
(MGP x,1) (MGP x,2) (MGP x,3) (MGP x,4)
MixerGainParameter, BA:000005h BA:000009h BA:00000Dh BA:000011h
Input Channel 1 (MGP 1,x)
MixerGainParameter, BA:000006h BA:00000Ah BA:00000Eh BA:000012h
Input Channel 2 (MGP 2x)
MixerGainParameter, BA:000007h BA:00000Bh BA:00000Fh BA:000013h
Input Channel 3 (MGP 3,x)
MixerGainParameter, BA:000008h BA:00000Ch BA:000010h BA:000014h
Input Channel 4 (MGP 4,x)
MixerGainParameter, BA:0000D1h BA:0000DDh BA:0000E9h BA:0000F5h
Input Channel 5 (MGP 5,x)
MixerGainParameter, BA:0000D2h BA:0000DEh BA:0000EAh BA:0000F6h
Input Channel 6 (MGP 6,x)
MixerGainParameter, BA:0000D3h BA:0000DFh BA:0000EBh BA:0000F7h
Input Channel 7 MGP 7.x)
MixerGainParameter, BA:0000D4h BA:0000EOh BA:0000ECh BA:0000F8h
Input Channel 8 (MGP 8,x)
MixerGainParameter, BA:0000D5h BA:0000E1h BA:0000EDh BA:0000F9h
Input Channel 9 (MGP 9,x)
MixerGainParameter, BA:0000D6h BA:0000E2h BA:0000EEh BA:0000FAh
Input Channel 10 (MGP 10,x)
MixerGainParameter, BA:0000D7h BA:0000E3h BA:0000EFh BA:0000FBh
Input Channel 11 (MGP 11,x)
MixerGainParameter, BA:0000D8h BA:0000E4h BA:0000FOh BA:0000FCh
Input Channel 12 MGP 12,x)
MixerGainParameter, BA:0000D9%h BA:0000E5h BA:0000F1h BA:0000FDh
Input Channel 13 (MGP 31,x)
MixerGainParameter, BA:0000DAh BA:0000E6h BA:0000F2h BA:0000FEh
Input Channel 14 (MGP 14,x)
MixerGainParametetr, BA:0000DBh BA:0000E7h BA:0000F3h BA:0000FFh
Input Channel 15 (MGP 15,x)
MixerGainParameter, BA:0000DCh BA:0000E8h BA:0000F4h BA:000100h
Input Channel 16 (MGP 16,x)

Table 48: Listen Module Channels 1 - 4 Mixer Register Address Table
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Listen Output Listen Output *Listen Output *Listen Output
Register N Channel 5 Channel 6 Channel 7 Channel 8
gister Nam
eglster Name Register Address | Register Address | Register Address | Register Address
(MGP x,1) (MGP x,2) (MGP x,3) (MGP x,4)
MixerGainParameter, BC:000005h BC:000009h BC:00000Dh BC:000011h
Input Channel 1 (MGP 1,x)
MixerGainParameter, BC:000006h BC:00000Ah BC:00000Eh BC:000012h
Input Channel 2 (MGP 2,) w
MixerGainParameter, BC:000007h BC:00000Bh BC:00000Fh BC:000013h
Input Channel 3 (MGP 3,x)
MixerGainParameter, BC:000008h BC:00000Ch BC:000010h BC:000014h
Input Channel 4 (MGP 4.x)
MixerGainParameter, BC:0000D1h BC:0000DDh BC:0000E9h BC:0000F5h
Input Channel 5 (MGP 5.x) r
MixerGainParameter, BC:0000D2h BC:0000DEh BC:0000EAh BC:0000F6h I l
Input Channel 6 (MGP 6,x)
MixerGainParameter, BC:0000D3h BC:0000DFh BC:0000EBh BC:0000F7h
Input Channel 7 (MGP 7,x)
MixerGainParameter, BC:0000D4h BC:0000EOh BC:0000ECh BC:0000F8h H
Input Channel 8 (MGP 8,x)
MixerGainParameter, BC:0000D5h BC:0000E1h BC:0000EDh BC:0000F9h Z
Input Channel 9 (MGP 9,x)
MixerGainParameter, BC:0000D6h BC:0000E2h BC:0000EEh BC:0000FAh >
Input Channel 10 (MGP 10,x)
MixerGainParameter, BC:0000D7h BC:0000E3h BC:0000EFh BC:0000FBh w
Input Channel 11 (MGP 11,x)
MixerGainParameter, BC:0000D8h BC:0000E4h BC:0000FOh BC:0000FCh <
Input Channel 12 (MGP 12x)
MixerGainParameter, BC:0000D%h BC:0000E5h BC:0000F1h BC:0000FDh
Input Channel 13 (MGP 31,x)
MixerGainParameter, BC:0000DAh BC:0000E6h BC:0000F2h BC:0000FEh
Input Channel 14 (MGP 14,x)
MixerGainParameter, BC:0000DBh BC:0000E7h BC:0000F3h BC:0000FFh
Input Channel 15 (MGP 15,x)
MixerGainParameter, BC:0000DCh BC:0000E8h BC:0000F4h BC:000100h
Input Channel 16 (MGP 16,x)
* Denotes feature only available in XM100-8, not available in XM100-6

Table 49: Listen Module Channels 5 - 8 Mixer Register Address Table
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6.8 LOUDNESS CONTOUR

The XM100 module provides an individual software-controlled Loudness Contour for each amplifier channel. The Loudness
Contour curve is customized to allow for dynamically and automatically enhancing the frequency response of the audio program
material relative to the Master Volume Level setting. The Loudness Contour models the frequency response correction as defined by
the Fletcher/Munson audio response cutve. It provides for amplitude or volume changes to those signals to which the ear does not
respond equally at very low listening levels. The integrated DSP within the module automatically provides a smooth transition as the
Master Volume Level setting is increased from the setting where the greatest enhancement is added to the point where there is no
enhancement required. This Loudness Contour feature is disabled by default, but may be enabled as described below. Please refer to
the D2Audio Loudness Contour White Paper for additional information about the implementation of this algorithm.

6.8.1 LOUDNESS CONTOUR REGISTER SUMMARY

. Minimum Maximum L.
Register Name Value Value Description
LoudnessContour 000000h 000001h Enables the Loudness Contour per channel when the
Parameter LoudnessContourParameter is equal to 1. The Loudness
Contour is disabled by default.

Table 50: Loudness Contour Register Summary

6.8.2 LOUDNESS CONTOUR REGISTER ADDRESS TABLE

Reeister Name Channel 1 Channel 2 Channel 3 Channel 4
cgistet Name Register Address Register Address Register Address Register Address
LoudnessContour B2:000101h B2:000104h B2:000107h B2:00010Ah
Parameter
Table 51: Master Module Channels 1- 4 Loudness Contour Register Address Table
Register Name Channel 5 Channel 6 *Channel 7 *Channel 8
g Register Address Register Address Register Address Register Address
LoudnessContour B4:000101h B4:000104h B4:000107h B4:00010Ah
Parameter
* Denotes feature only available in XM100-8, not available in XM100-6
Table 52: Master Module Channels 5 - 8 Loudness Contour Register Address Table
Register Nam Channel 1 Channel 2 Channel 3 Channel 4
cgister Name Register Address Register Address Register Address Register Address
LoudnessContour B6:000101h B6:000104h B6:000107h B6:00010Ah
Parameter
Table 53: Slave Module Channels 1- 4 Loudness Contour Register Address Table
Reeister Name Channel 5 Channel 6 *Channel 7 *Channel 8
cgister Name Register Address Register Address Register Address Register Address
LoudnessContour B8:000101h B8:000104h B8:000107h B8:00010Ah
Parameter
* Denotes feature only available in XM100-8, not available in XM100-6

Table 54: Slave Module Channels 5 - 8 Loudness Contour Register Address Table
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Reeister Name Channel 1 Channel 2 Channel 3 Channel 4
cgister IName Register Address Register Address Register Address Register Address
LoudnessContour BA:000101h BA:000104h BA:000107h BA:00010Ah
Parameter
Table 55: Listen Module Channels 1- 4 Loudness Contour Register Address Table
Register Nam Channel 5 Channel 6 *Channel 7 *Channel 8
cgister Name Register Address Register Address Register Address Register Address
LoudnessContour BC:000101h BC:000104h BC:000107h BC:00010Ah
Parameter

* Denotes feature only available in XM100-8, not available in XM100-6

Table 56: Listen Module Channels 5 - 8 Loudness Contour Register Address Table

6.9 ADJUSTABLE TIME DELAY

Each channel of the XM100 module contains an Adjustable Time Delay for each channel. The DSP within the module will

automatically provide a smooth transition between changes to the Adjustable Time Delay.

6.9.1 TIME DELAY CALCULATION

For a given Delay in milliseconds, the appropriate parameter is an unsigned, 24-bit integer calculated using the following equation.
Valid range for Delay is 0 to 3.984375 mS which is based on a range of 0 to 255 for TimeDelayParameter.

TimeDelayParameter = Delay x 64

6.9.2  TIME DELAY REGISTER SUMMARY

. Minimum Maximum o
Register Name Value Value Description
TimeDelayParameter 000000h 0000FFh Per-channel Time Delay

Table 57: Adjustable Time Delay Register Summary

6.9.3 TIME DELAY REGISTER ADDRESS TABLE

Register Nam Channel 1 Channel 2 Channel 3 Channel 4
a

egiste N Register Address Register Address Register Address Register Address
TimeDelayParameter B2:000B5h B2:000B6h B2:000B7h B2:000B8h

Table 58: Master Module Channels 1- 4 Adjustable Time Delay Register Address Table
Register Nam Channel 5 Channel 6 *Channel 7 *Channel 8

cgister Name Register Address Register Address Register Address Register Address

TimeDelayParameter B4:000B5h B4:000B6h B4:000B7h B4:000B8h

* Denotes feature only available in XM100-8, not available in XM100-6

Table 59: Master Module Channels 5 - 8 Adjustable Time Delay Register Address Table
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Register Name

Slave Channel 1
Register Address

Slave Channel 2
Register Address

Slave Channel 3
Register Address

Slave Channel 4
Register Address

TimeDelayParameter

B6:000B5h

B6:000B6h

B6:000B7h

B6:000B8h

Table 60: Slave Module Channels 1- 4 Adjustable Time Delay Register Address Table

Register Name

Slave Channel 5
Register Address

Slave Channel 6
Register Address

*Slave Channel 7
Register Address

*Slave Channel 8
Register Address

TimeDelayParameter

B8:000B5h

B8:000B6h

B8:000B7h

B8:000B8h

* Denotes feature only available in XM100-8, not available in XM100-6

Table 61: Slave Module Channels 5 - 8 Adjustable Time Delay Register Address Table

Register Name

Slave Channel 1

Slave Channel 2

Slave Channel 3

Slave Channel 4

Register Address Register Address Register Address Register Address
TimeDelayParameter BA:000B5h BA:000B6h BA:000B7h BA:000B8h
Table 62: Listen Module Channels 1- 4 Adjustable Time Delay Register Address Table

Register Name

Slave Channel 5
Register Address

Slave Channel 6
Register Address

*Slave Channel 7
Register Address

*Slave Channel 8
Register Address

TimeDelayParameter

BC:000B5h

BC:000B6h

BC:000B7h

BC:000B8h

* Denotes feature only available in XM100-8, not available in XM100-6

Table 63: Listen Module Channels 5 - 8 Adjustable Time Delay Register Address Table

6.10

COMPRESSOR

The XM100 module provides individual software-controlled Compressors for each channel. Each Compressor has configurable
Compression Ratio, Threshold, Attack and Release Time, as well as Makeup Gain. The DSP within the module will automatically
provide a smooth transition between changes are written to the Compressor settings.

6.10.1 THRESHOLD CALCULATION

The Compressor reduces the gain of signals which exceed a given threshold. For a given Threshold in dB, the appropriate parameter
is a signed, 24-bit number calculated using the following equation. Valid range for Threshold is -90dB to 0dB.

CompressorThresholdParameter = 25« [(0.010381025 x Threshold) + 0.96875]

6.10.2 ATTACK TIME CALCULATION

The Attack Time is the rate at which the gain is reduced when the input exceeds the Threshold. For a given Attack Time in
milliseconds, the appropriate parameter is a signed, 24-bit number. Valid range for attack time is 1ms to 100ms. Below is a table of
values for Attack Time. Other values can be calculated by linearly interpolating between these sample values.

Attack Time gzrr:ireetisrorAttackTime
1ms 1C2F43h

10ms 032900h

100ms 0051D1h

Table 64: Values for Attack Time
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6.10.3 RELEASE TIME CALCULATION

The Release Time is the rate at which the gain is increased when the input falls below the Threshold. For a given Release Time in
milliseconds, the appropriate parameter is a signed, 24-bit number. Valid range for Release Time is 1ms to 100ms. Below is a table of
values for Release Time. Other values can be calculated by linearly interpolating between these sample values.

Release Time g::zlrir:tisrorReleaseTime
1ms 1C2F43h

10ms 032900h

100ms 0051D1h

Table 65: Values for Release Time

6.10.4 COMPRESSOR RATIO CALCULATION

The Compressor Ratio is the number of dB above the Threshold that the input level must increase in order to increase the output
level by 1dB. For a given Compressor Ratio in dB, the appropriate parameter is a signed, 24-bit number calculated using the following
equation. Valid range for Compressor Ratio is 1 to 100. Note that a ratio of 1 disables the compressor, while a ratio of above 10
causes the Compressor to behave as a Limiter.

CompressorRatioParameter = 223 X (1 —( 1 - D
Ratio

6.10.5 MAKEUP GAIN CALCULATION

Depending on the settings for Threshold and Compressor Ratio, additional Makeup Gain may be necessary to reach a full-scale
output. For a given Makeup Gain in dB, the appropriate parameter is a signed, 24-bit number calculated using the following equation.
Valid range for Makeup Gain is 0dB to +18.06dB.

) 23 [(Gain x 0.05) - 0.90309]
CompressorMakeupGainParameter = 27 x 10
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6.10.6 COMPRESSOR REGISTER SUMMARY

. Minimum Maximum L.
Register Name Value Value Description
CompressotrThreshold 04691Ch 7C0000h Per-channel Compressor threshold
Parameter
CompressorAttackTime 0051D1h 1C2F43h Per-channel Compressor attack time
Parameter
CompressorReleaseTime 0051D1h 1C2F43h Per-channel Compressor release time
Parameter
CompressorRatioParameter 000000h 7EB851h Per-channel Compressor ratio
CompressorMakeupGain OFFFFFh 7FFFFFh Per-channel Compressor makeup gain
Parameter

Table 66: Compressor Register Summary

6.10.7 COMPRESSOR REGISTER ADDRESS TABLE

-3
z
-
=
2
Z

Register Name Master Channel 1 Master Channel 2 Master Channel 3 Master Channel 4
cgister Name Register Address Register Address Register Address Register Address

CompressotrThreshold B2:000BAh B2:000COh B2:000C6h B2:000CCh

Parameter

CompressorAttackTime B2:000BCh B2:000C2h B2:000C8h B2:000CEh

Parameter

CompressorReleaseTime B2:000BDh B2:000C3h B2:000C%h B2:000CFh

Parameter

CompressorRatioParameter | B2:000BBh B2:000C1h B2:000C7h B2:000CDh

CompressorMakeupGain B2:000BEh B2:000C4h B2:000CAh B2:000D0h

Parameter

Table 67: Master Module Channels 1- 4 Compressor Register Address Table

. Master Channel 5 Master Channel 6 *Master Channel 7 *Master Channel 8
Register Name

Register Address Register Address Register Address Register Address
CompressotrThreshold B4:000BAh B4:000C0h B4:000C6h B4:000CCh
Parameter
CompressorAttackTime B4:000BCh B4:000C2h B4:000C8h B4:000CEh
Parameter
CompressorReleaseTime B4:000BDh B4:000C3h B4:000C9h B4:000CFh
Parameter
CompressorRatioParameter | B4:000BBh B4:000C1h B4:000C7h B4:000CDh
CompressorMakeupGain B4:000BEh B4:000C4h B4:000CAh B4:000D0h
Parameter

* Denotes feature only available in XM100-8, not available in XM100-6

Table 68: Master Module Channels 5 - 8 Compressor Register Address Table
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Register Name Slave Channel 1 Slave Channel 2 Slave Channel 3 Slave Channel 4
cgister IName Register Address Register Address Register Address Register Address

CompressorThreshold B6:000BAh B6:000COh B6:000C6h B6:000CCh
Parameter

CompressorAttackTime B6:000BCh B6:000C2h B6:000C8h B6:000CEh
Parameter

CompressorReleaseTime B6:000BDh B6:000C3h B6:000C9h B6:000CFh
Parameter

CompressorRatioParameter | B6:000BBh B6:000C1h B6:000C7h B6:000CDh
CompressorMakeupGain B6:000BEh B6:000C4h B6:000CAh B6:000D0h
Parameter

Table 69: Slave Module Channels 1- 4 Compressor Register Address Table

Register Name

Slave Channel 5

Slave Channel 6

*Slave Channel 7

*Slave Channel 8

Register Address Register Address Register Address Register Address
CompressorThreshold B8:000BAh B8:000COh B8:000C6h B8:000CCh
Parameter
CompressorAttackTime B&:000BCh B8:000C2h B8&:000C8h B8:000CEh
Parameter
CompressorReleaseTime B8:000BDh B8:000C3h B8:000Ch B8:000CFh
Parameter
CompressorRatioParameter | B8:000BBh B8:000C1h B8:000C7h B8:000CDh
CompressorMakeupGain B8:000BEh B8:000C4h B8:000CAh B8:000D0h
Parameter

* Denotes feature only available in XM100-8, not available in XM100-6

Table 70: Slave Module Channels 5 - 8 Compressor Register Address Table

Register Name

Listen Channel 1

Listen Channel 2

Listen Channel 3

Listen Channel 4

Register Address Register Address Register Address Register Address
CompressorThreshold BA:000BAh BA:000COh BA:000C6h BA:000CCh
Parameter
CompressorAttackTime BA:000BCh BA:000C2h BA:000C8h BA:000CEh
Parameter
CompressorReleaseTime BA:000BDh BA:000C3h BA:000C9h BA:000CFh
Parameter
CompressorRatioParameter | BA:000BBh BA:000C1h BA:000C7h BA:000CDh
CompressorMakeupGain BA:000BEh BA:000C4h BA:000CAh BA:000DOh
Parameter

Table 71: Listen Module Channels 1- 4 Compressor Register Address Table
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Reister N Listen Channel 5 Listen Channel 6 *Listen Channel 7 *Listen Channel 8
cgister Name Register Address Register Address Register Address Register Address

CompressotrThreshold BC:000BAh BC:000C0Oh BC:000C6h BC:000CCh

Parameter

CompressorAttackTime BC:000BCh BC:000C2h BC:000C8h BC:000CEh

Parameter

CompressorReleaseTime BC:000BDh BC:000C3h BC:000C%h BC:000CFh

Parameter

CompressorRatioParameter | BC:000BBh BC:000C1h BC:000C7h BC:000CDh

CompressorMakeupGain BC:000BEh BC:000C4h BC:000CAh BC:000D0h

Parameter

* Denotes feature only available in XM100-8, not available in XM100-6

Table 72: Listen Module Channels 5 - 8 Compressor Register Address Table

6.11  VOLUME CONTROL

Software-controlled Master Volume Control is provided, which controls the final gain for all output channels. Individual attenuators
are also provided for each channel. The DSP within the module will automatically provide a smooth transition between changes to
the Volume Control.

6.11.1 MASTER VOLUME CALCULATION
For a given Master Volume in dB, the appropriate parameter is a signed, 24-bit number calculated using the following equation. Valid
range for Master Volume is -100dB to +18.06dB.

[(Master Volume — 18.06)}
23 20
MasterVolumeParameter = 27 x 10

6.11.2 CHANNEL ATTENUATION CALCULATION

For a given Channel Attenuation in dB, the appropriate parameter is a signed, 24-bit negative number calculated using the following
equation. Valid range for Channel Attenuation is 0dB to 120dB. Note that channel attenuation is positive, such that a value of 0dB
results in no attenuation.

(—A ttenuation)

23 20

ChannelAttenuationParameter = —| 27 x 10

The Channel Attenuation Parameter can also be used to invert the polarity of a channel. To do this, remove the negative sign from
the formula above and recalculate the ChannelAttenuationParameter:

—Attenuatian)

. 23 20
InvertedChannelAttenuationParameter = 27 x 10
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6.11.3 VOLUME CONTROL REGISTER SUMMARY

Register Name Va1111111emum Va‘llj;mum Description
MasterVolumeParameter FFFFFFh 800000h Master Volume for all channels
(minimum (maximum
volume) volume)
ChannelAttenuationParameter | 800000h FFFFFFh Per-channel attenuation setting
(minimum (maximum
attenuation) | attenuation)
ChannelAttenuationParameter | 7FFFFFh 000000h Per-channel attenuation setting (with polarity inversion)
(with polarity inversion) (minimum (maximum
attenuation) | attenuation)

Table 73: Volume Control Register Summary

6.11.4 VOLUME CONTROL REGISTER ADDRESS TABLE

Register Nam Master Channel 1 Master Channel 2 Master Channel 3 Master Channel 4
cgister Name Register Address Register Address Register Address Register Address

MasterVolumeParameter B2:000000h

ChannelAttenuation B2:000001h B2:000002h B2:000003h B2:000004h

Parameter

Table 74: Master Module C

hannels 1- 4 Yolume Control Register Address Table

Reister Nam Master Channel 5 Master Channel 6 *Master Channel 7 *Master Channel 8
cgister Name Register Address Register Address Register Address Register Address

MasterVolumeParameter B4:000000h

ChannelAttenuation B4:000001h B4:000002h B4:000003h B4:000004h

Parameter

* Denotes feature only available in XM100-8, not available in XM100-6

Table 75: Master Module Channels 5 - 8 Volume Control Register Address Table

Register Name

Slave Channel 1

Slave Channel 2

Slave Channel 3

Slave Channel 4

Register Address Register Address Register Address Register Address
MasterVolumeParameter B6:000000h
ChannelAttenuation B6:000001h B6:000002h B6:000003h B6:000004h
Parameter

Table 76: Slave Module Channels 1- 4 Volume Control Register Address Table

Register Name

Slave Channel 5

Slave Channel 6

*Slave Channel 7

*Slave Channel 8

Register Address Register Address Register Address Register Address
MasterVolumeParameter B8:000000h
ChannelAttenuation B&:000001h B8:000002h B8:000003h B8:000004h
Parameter

* Denotes feature only available in XM100-8, not available in XM100-6

Table 77: Slave Module Channels 5 - 8 Volume Control Register Address Table
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Register Name

Listen Channel 1

Listen Channel 2

Listen Channel 3

Listen Channel 4

Register Address Register Address Register Address Register Address
MasterVolumeParameter BA:000000h
ChannelAttenuation BA:000001h BA:000002h BA:000003h BA:000004h
Parameter

Table 78: Listen Module Ch

annels 1- 4 Volume Control Register Address Table

Register Name

Listen Channel 5

Listen Channel 6

*Listen Channel 7

*Listen Channel 8

Register Address Register Address Register Address Register Address
MasterVolumeParameter BC:000000h
ChannelAttenuation BC:000001h BC:000002h BC:000003h BC:000004h
Parameter

* Denotes feature only available in XM100-8, not available in XM100-6

Table 79: Listen Module Channels 5 - 8 Yolume Control Register Address Table
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7 PHYSICAL DIMENSIONS OF PACKAGE TYPE A
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FIGURE 22: Physical Dimensions for Package Type A
Note: Drawing not to scale. All dimensions in inches.
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PIN LOCATIONS AND PCB DIMENSIONS FOR PACKAGE TYPE A
TOP VIEW BOARD MOUNT

@.156 4X

@.750 NEARSIDE EXPOSED GROUND AND
COMPONENT KEEP OUT, 4X

@ .300 FARSIDE EXPOSED GROUND AND
COMPONENT EKKPOUT, 4X

2.620

1.310

13 SPACES @ .156=2.028, 2X
21 SPACES @ .100=2.100 i

°
°
0000000000000 0

AYVNINITHAd

|
5.510 - - % - - 6.604
oo |
oo
oo
oo ‘ o]
oo o
oo [e)
2.695 o8 ° 3.240
2.398 oo o
2755 o0 ° 2.634
o6 o
oo ° 3.302
oo
oo o
o6 °
oo o]
oo [o)
o]
c\\
©.040 +.002 88X /
(PLATED-THRU HOLES FOR
.025 SQUARE POST HEADER)
2040 ®.067 + 002 28X
—={ =—.100 (PLATED-THRU HOLES FOR
3966 .045 SQUARE POST HEADER
2.350
4.700 ~MINIMUM COMPONENT KEEPOUT

FIGURE 23: Pin Locations and PCB Dimensions for Package Type A
Note: Drawing not to scale. All dimensions in inches.

P/N D2-DS-XM100-1.4.2, Copyright 2005, D2Audio Corporation. All rights reserved. All product information is subject to change without notice. D2Audio and D2A are registered trademarks, while the D2Audio logo,
D2, D2Audio SpeakerFingerprint, D2Audio SpeakerEQ (SPEQ), D2Audio LEO, D2Audio Page-In, and D2Audio MultiMix are trademarks of D2Audio Corporation.Other product names are for identification purposes and
may be trademarks of their respective companies.

58 D24ubI0 XM100 Data Sheet D2-DS-XM100-1.4.2



8 PHYSICAL DIMENSIONS OF PACKAGE TYPE C
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FIGURE 24: Physical Dimensions for Package Type C
Note: Drawing not to Scale. All dimensions in inches.
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PIN LOCATIONS AND PCB DIMENSIONS FOR PACKAGE TYPE C
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FIGURE 25: Physical Dimensions for Package Type C
Note: Drawing not to Scale. All dimensions in inches.

8.2 MOUNTING HARDWARE

It is recommended that the module be secured to its PWB assembly with a M3 thread forming machine screw in 4 places with a
maximum length of .16 inch longer than the thickness of the board.
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8.3 AMBIENT OPERATING CONDITIONS

The XM100 amplifier generates modest heat and is designed to dissipate that heat to the ambient environment. An internal
temperature sensor detects if the temperature at the power output FET rail hits 80°C. At 80°C, the amplifier will lineatly reduce
output power proportional to the delta difference above 80°C to 100°C. This allows the amplifier to run at reduced capability rather
than experience an abrupt power down. At 100°C, a “fail-safe” mode disables the amplifier. The amplifier will return to normal
operation when the operating temperatures fall below the “fail-safe” or reduced power temperature thresholds. The internal
temperature sensor is accessible through a temperature register (see “Temperature Register” on page 61).

Figure 26 shows the recommended operating range and power derating temperatures:
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MODULE AMBIENT AIR TEMPERATURE RANGE C

FIGURE 26: Power Derating Curve

8.3.1 TEMPERATURE REGISTER

The XM100 contains a temperature sensor located at the power output FET rail. The register below stores the user-accessible
temperature value:

-
:
-
=
2
=

61

Register Name Address

Temperature B2:020010h

Table 80: Temperature Sensor Register Address Table

To compute the temperature in degrees C:
°C (decimal) = (value_from_temp_register_hex/256)
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9 PART NUMBERS AND FEATURE SETS

. Firmware
Audio Input Output . . RoHS
SKU Package Type Functionality .
Method(s) Channels ; Compliant
Beyond Baseline
D2-0XM010008-07091A Integrated Heat Sink s /L] Digital Inputs, 8 MultiMix + Loudness No
& Fan S/PDIF Inputs, Analog Contour
Inputs via 8 Channel ADC
D2-0XM010008-07000A Integrated Heat Sink 1’s/ 1J Digital Inputs,
& Fan S/PDIF Inputs, Analog
Inputs via 8 Channel ADC
D2-0XM010008-04091A Integrated Heat Sink 1%s/ 1] Digital Inputs, MultiMix + Loudness
& Fan S/PDIF Inputs Contour
D2-0XM010008-04000A Integrated Heat Sink 1°s/ 1J Digital Inputs,
H & Fan S/PDIF Inputs
D2-0XM010008-00000A Integrated Heat Sink IZS/ L] Digital Inputs
& Fan
D2-0XM010008-07091C Flat-Top 1%s/ 1] Digital Inputs, MultiMix + Loudness
S/PDIF Inputs, Analog Contour
H Inputs via 8 Channel ADC
D2-0XM010008-07000C FlatTop 12S/1] Digital Tnputs,
S/PDIF Inputs, Analog
Inputs via 8 Channel ADC
D2-0XM010008-04091C Flat-Top s /L] Digital Inputs, MultiMix + Loudness
S/PDIF Inputs Contour
D2-0XM010008-04000C FlatTop 12S/1] Digital Tnputs,
S/PDIF Inputs
D2-0XM010008-00000C Flat-Top 1’s/ 1J Digital Inputs
D2-0XM010006-07091A Integrated Heat Sink 1%s/ 1] Digital Inputs, 6 MultiMix + Loudness
& Fan S/PDIF Inputs, Analog Contour
Inputs via 6 Channel ADC
D2-0XM010006-07000A | TIntegrated Heat Sink 12S/1] Digital Tnputs,
& Fan S/PDIF Inputs, Analog
Inputs via 6 Channel ADC
D2-0XM010006-04091A Integrated Heat Sink s /L] Digital Inputs, MultiMix + Loudness
& Fan S/PDIF Inputs Contour
D2-0XM010006-04000A Integrated Heat Sink 1%s/ 1] Digital Inputs,
& Fan S/PDIF Inputs
D2-0XM010006-00000A Integrated Heat Sink 1’s/ 1J Digital Inputs
& Fan
D2-0XM010006-07091C Flat-Top s /L] Digital Inputs, MultiMix + Loudness
S/PDIF Inputs, Analog Contour
Inputs via 6 Channel ADC
D2-0XM010006-07000C Flat-Top 1’s/ 1J Digital Inputs,
S/PDIF Inputs, Analog
Inputs via 6 Channel ADC
D2-0XM010006-04091C Flat-Top 1%s/ 1] Digital Inputs, MultiMix + Loudness
S/PDIF Inputs Contour
D2-0XM010006-04000C Flat-Top s /L] Digital Inputs,
S/PDIF Inputs
D2-0XM010006-00000C FlatTop 125 /1] Digital Inputs

Table 81: Part Numbers and Feature Sets (Non-RoHS compliant)
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Firmware

Audio Input Output . i RoHS
SKU Package Type p p Functionality R
Method(s) Channels ; Compliant
Beyond Baseline
D2-0XM0100R8-07091A Integrated Heat Sink IZS/LJ Digital Inputs, 8 MultiMix + Loudness Yes
& Fan S/PDIF Inputs, Analog Contour
Inputs via 8 Channel ADC
D2-0XM0100R8-07000A Integrated Heat Sink 1%s/ 1] Digital Inputs,
& Fan S/PDIF Inputs, Analog
Inputs via 8 Channel ADC
D2-0XM0100R8-04091A Integrated Heat Sink IZS/ L] Digital Inputs, MultiMix + Loudness
& Fan S/PDIF Inputs Contour
D2-0XM0100R8-04000A Integrated Heat Sink IZS/LJ Digital Inputs,
& Fan S/PDIF Inputs
D2-0XMO0100R8-00000A Integrated Heat Sink IZS/ L] Digital Inputs
& Fan
D2-0XMO0100R8-07091C Flat-Top IZS/ L] Digital Inputs, MultiMix + Loudness
S/PDIF Inputs, Analog Contour
Inputs via 8 Channel ADC
D2-0XM0100R8-07000C Flat-Top 125/L] Digital Inputs,
S/PDIF Inputs, Analog
Inputs via 8 Channel ADC
D2-0XMO0100R8-04091C Flat-Top IZS/ L] Digital Inputs, MultiMix + Loudness
S/PDIF Inputs Contour
D2-0XM0100R8-04000C Flat-Top 125/L] Digital Inputs,
S/PDIF Inputs
D2-0XMO0100R8-00000C Flat-Top 12S/1J Digital Tnputs
D2-0XM0100R6-07091A Integrated Heat Sink IZS/ L] Digital Inputs, 6 MultiMix + Loudness
& Fan S/PDIF Inputs, Analog Contour
Inputs via 6 Channel ADC
D2-0XMO0100R6-07000A Integrated Heat Sink IZS/ L] Digital Inputs,
& Fan S/PDIF Inputs, Analog
Inputs via 6 Channel ADC
D2-0XM0100R6-04091A Integrated Heat Sink IZS/LJ Digital Inputs, MultiMix + Loudness
& Fan S/PDIF Inputs Contour
D2-0XM0100R6-04000A Integrated Heat Sink IZS/ L] Digital Inputs,
& Fan S/PDIF Inputs
D2-0XM0100R6-00000A Integrated Heat Sink 1%s/ 1] Digital Inputs
& Fan
D2-0XMO0100R6-07091C Flat-Top IZS/LJ Digital Inputs, MultiMix + Loudness
S/PDIF Inputs, Analog Contour
Inputs via 6 Channel ADC
D2-0XMO0100R6-07000C Flat-Top 12S/1] Digital Tnputs,
S/PDIF Inputs, Analog
Inputs via 6 Channel ADC
D2-0XMO0100R6-04091C Flat-Top IZS/ L] Digital Inputs, MultiMix + Loudness
S/PDIF Inputs Contour
D2-0XM0100R6-04000C Flat-Top 1’s/ LJ Digital Inputs,
S/PDIF Inputs
D2-0XM0100R6-00000C Flat-Top 128/ Digital Inputs

Table 82: Part Numbers and Feature Sets (RoHS compliant)
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10 DOCUMENT REVISION HISTORY

5/7/2004 Revised mechanical pin locations shown in data sheet versions shown in data sheets 0.5xx or earlier

Revised Pinout as shown in data sheet versions 0.5xx or earlier, revised mechanical dimensions, updated module controller interface
addressing mode, revised Register addressing tables, added Nominal Operating Range, added Master/Slave/Listen Register
Addresses, revised 16 x 24 Multi-Module Mixing, revised Electrical level specifications, reset input pin is polarity is now active low,
tone control and 5 channel EQ now post mixer, 3 band EQ now pre mixer.

5/10/04 Revision 1.11
Corrected supported sample rates for 1S and S/PDIF inputs.

5/12/04 Revision 1.1.2
Updated Power supply power on/off sequencing Section Table 3.2.2 on page 21, added Power supply vs. power output section
Table 3.2.1 on page 20.

05/17/04 Revision 1.13
Final review cleanups.

05/25/05  Revision 1.4.0
Updated document style, pinout descriptions, output power vs. voltage, temperature register, and mechanical drawings fixes. Added
part number/feature table.

05/27/05  Revision 1.4.1
Updated flow diagram to include correct ordering of Master Volume and Loudness Contour.

08/05/05 Revision 1.4.2
Added current limiting section, added RoHS compliant part numbers to Section 9, updated Volume Control Register Summary
Section 6.11.3.
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