
1.29

5.28

4.70

6.60

6.54

.15

3.12

3.12

5.28

.15 4.99

NOTES:

THREE OPTIONS TO ASSEMBLE THE AMP TO ANOTHER HEAT SINK.

1.  USE A #8 THREAD ROLLING SCREW TO GO THROUGH THE HEAT SINK DEVICE AND TAP INTO
     THE EXTRUSION.

2.  USE A #6 MACHINE SCREW, TO GO THROUGH THE HEAT SINK DEVICE AND THROUGH THE
     EXTRUSION WITH A HEX NUT AS SHOWN.

3.  USE A #6 THREAD ROLLING SCREW THROUGH THE EXTRUSION AND TAP INTO THE HEATSINK DEVICE.
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TOLERANCES ARE:
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             PROPRIETARY NOTICE
THIS DRAWING IS THE PROPERTY OF D2 AUDIO CORP.
AND IS TO BE RETURNED UPON DEMAND OR
TERMINATION OF THE TRANSACTION FOR WHICH IT
WAS FURNISHED.  USE OF ANY INFORMATION CONTAINED
ON THIS DRAWING FOR ANY PURPOSE OTHER THAN
EXPRESSLY AUTHORIZED IN WRITING BY D2 AUDIO CORP.
IS PROHIBITED.
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