SONY. CONFIDENTIAL CSA-13

Naiional Tochrical Senvices Service Bulletin
Park Ridgo, New Jersey 07636 Hi-Fi Products
Model: HCD-S300, DAV-S300 No. 667

Subject: Incompatability between the new and old DVD Date: May 22, 2001
& PW-932 boards

Situation:
(X182) There is a compatability problem between the new and former types of DVD BOARD
and PW-932 BOARD. The POWER LED will light orange if this combination is used.
Solution: Take the following action when using a new DVD BOARD or PW-932 BOARD in

combination with an old board.

REF FORMER NEW
DESCRIPTION | PART NUMBER | DESCRIPTION | PART NUMBER

NA DVD BOARD 1-676-634-1X DVD BOARD 1-676-634-2X
NA PW-932 BOARD 1-676-640-1X PW-932 BOARD 1-676-945-1X

Reference: Technical News HAO1STM512 PRINTED IN USA
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Repair method when using new DVD BOARD with old PW-932 BOARD.

Connect lead wire between Q401 base
terminal to R400 (Q400 collector terminal).

< PW-932 BOARD > Remove the Q400 and Q402.
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Repair method when using a new PW-932 BOARD with an old DVD BOARD.

a) Connect a wire lead between CN015 pin 4 to IC905 pin 1 on the A side of the old
DVD board. (see diagram)
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b) Remove R936 on the B side of the old DVD board.

< DVD BOARD Side B >
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