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Subject: Jig to Facilitate Troubleshooting Date: March 29, 1991
of CDP Carousel Units

Symptom:

(**)
Troubleshooting and electronic problem on MDP units is
difficult because the unit cannot be tilted.

Solution: Build a jig to facilitate troubleshooting.

Starting from a scope stand, attach a few wood pieces (1" x
2"); building a frame that holds the unit about 15" above
the scope and the meter. The stand also holds a KV-8AD10 TV
monitor and one pair of self-powered speakers SRS-67. The
jig can then monitor audio out, video out, and RF out.
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Refer to the pictures shown.

. /{\15 174"

USE CARPENTERS GLUE
ON PARTS

~~'L' BRACKETS
(8-REQUIRED)

REFER TO ASSEMBLY
ORAWING ABOVE

*ll‘ll* ———— il -
z%:[]:[ RO |

MONITOR HOLDER
. ASSEMBLE BOX
RS 13- FROM 3-PIECES

D: 2-p1eces— 3-PIECES 13"

s _r@' & N
\\D: /~® 2-PIECES ‘\_/ : - /
as:

EXTRA PIECE
- FOR BACK
O 4-PIECES [©)
k 4 FEET (48") ]
(Continued)
Reference: FPR L2160 PRINTED IN U.S.A.

CSA-13391-11



HI-FI Products Service 3Builetin No. 182
COMPLETED TROUBLESHOOTING JIG

o 5-DISC
. ———— e —__ . PLAYER
- - - " UNIT

T

|

J1G PLACES
PLAYER UNIT
AT LEAST 15"
ABOVE METER
|

POSITION FOR i
0SCILLOSCOPE
% METER

—X

MONITOR HOLDER !
(FOR KV-8AD10)—]

E "TEXTRONI X"
. 0SCILLOSCOPE
SPEAKER o > [ STAND
SRs-67 — ~—= )/

ALTERNATIVELY FOR
A BENCH STAND IT
IS SUGGESTED THE
FOUR VERTICAL SUPPORTS .
8E (AT LEAST) 15"&

SUPPORTED ON A SQUARE

FRAME BASE



