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Mechanicael Noise During CD Play Date: \ay s, 1989

A metallic sound is being heard while playing CDs.

Resonance within the MD chassis assembly causes the MD cover
to vibrate and produce mechanical noise.

o Short R780 on the filter board with a wire.

o Add the filter board assembly.

Description

Part Number

Mounted PCB, Filter

A-3289-402-A

Note: The filter board was originally used
Therefore, refer to the schematic diagram in the

CFD-D75 Service

Manual.

in the CFD-D75.

Connect the filter board to the CD sub-board with five wires
as indicated by the following table.

-

[Mountes eCB, Filter| 1 J 2 [ 3 I 3 I

‘CD Sub-Board l CN803 Pin 3 l csne[ C801 | 1C802 Pin 2 | IC802 Pin I '
;

o Cut the pattern as

indicated by the arrow.

o Perform the focus adjustment as follows.

<] Connect the oscilloscope between Pin 9 of CN721 and Pin

14 of IC701

[ Refer to the service manual

for further procedure.
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(Continued)

Reference:

TN: AU89006

PRINTED N U 3

C3a-1

m Portable Stereo



Hi-Fi Products Service Bulletin No.68

oY CD sub board Cut

N

= 3/

t
2
S

Fiiter board

icriz

Short R780

CFD-D77 (CD MAIN BOARD)

(CD SUB-BOARD) #9
T s
- \ﬁ BN ddaid -
CN721

Disconnect
(Remove Solder) e T
N @ » v

{Continued)



Hi-Fi Products Service Builetin No. 88

CFD-66/66S/66L
(MAIN BOARD)

nYs

(RF BOARD)

Disconnect




